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About Our Company
Located in Unibuilt Science and Technological 

Industrial Park in Dalang, Longhua district, Shenzhen 

KOC Communication Co. Ltd. (abbr. : KOC) was founded 

in 2001. It is one of the pioneer company engaged in 

�ber optical connector production business in China. 

With more than 20 years’ development, it is a special-

ized manufacturer and sales company in ODN �ber 

connections , passive devices, IDC cabling and 

miro-connection, outdoor cables. 

Nowadays, KOC products are extensively applied for 

telecom operators, �ber engineering projects, CATV, 

broadband networks, FTTH and data center construc-

tions in Europe, South America, Mid-east, Asia Paci�c 

regions. Under the concept of high quality principal, 

KOC provides reliable products and services to 

customers around the world.

KOC set up branches or representatives worldwide.  We 

invite local expatriates for business and cooperations. 

To establish customer relations and stabilize long term 

cooperation have always be our pursuit. 

Total operational space: 15000m2.

Total Sta�: 636 pax, overseas 49 pax.

Why to Select KOC?
• 20-year FO Telecom Industry Experiences

• Continuous Optimizing Costs for Customer Bene�t Priority

• Honesty is Our First Business Principal

• Stable Personnel with Rich Experiences

• Capability to Provide Global Services

• Short Leadtime  

• Fast Reasonable Logistics Network

KOC ShenZhen     R&D Center

KOC SiChuan     Production BasePART 1 ABOUT US
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EPON - ONU

Model

Picture

PON Interface

Ethernet Interface

Power Interface

PON Optical Parameter

Dimension

Weight

Environment

1 EPON optical interface

Meet 1000BASE-PX20+ standard

Symmetric 1.25Gbps upstream/downstream 

SC/PC single-mode �ber

split ratio: 1:64

Transmission distance 20KM

1*10/100/1000M auto-negotiation 

Full Duplex / Half-Duplex

RJ45 connector

Auto MDI/MDI-X

Transmission Distance 100 Meter

12V DC supply power

Wavelength: Tx 1310nm, Rx1490nm

Tx Optical Power: 0~4dBm

Rx Sensitivity: -27dBm

Saturation Optical Power: -3dBm

78mm(L) x78mm(W) x25mm(H)

0.1kg

Operating temperature: 0 to 50ºC; Storage temperature: -40 to 85ºC; Operating humidity: 10% to 90%(Non-condensing); Storage humidity: 10% to 90%(Non-condensing)

KOC-E600-100W (WIFI) KOC-E600-200T (CATV)KOC-E600-100U

ONUPART 2

1 EPON optical interface

Meet 1000BASE-PX20+standard

Symmetric 1.25Gbps upstream/downstream 

SC/PC single-mode �ber

split ratio: 1:64

Transmission distance 20KM

1*10/100/1000M auto-negotiation

Full/half duplex mode

RJ45 connector

Auto MDI/MDI-X

100m distance

An external 12V DC 0.5A power supply adapter

Wavelength: Tx:1310nm, Rx: 1490nm

Tx Optical Power: 0~4dBm

Rx Sensitivity: -27dBm

Saturation Optical Power: -3dBm

125mm(L) x80mm(W) x 28mm(H)

0.2kg

1 EPON optical interface

Meet 1000BASE-PX20+standard

Symmetric 1.25Gbps upstream/downstream 

SC single-mode �ber

split ratio: 1:64

Transmission distance 20KM

1*10/100/1000M auto-negotiation

Full/half duplex mode

RJ45 connector

Auto MDI/MDI-X

100m distance / 1 RF output / Female F-Type Connector

12V DC Power supply

Wavelength: Tx 1310nm, Rx1490nm

Tx Optical Power: 0~4dBm / Rx Sensitivity: -27dBm

Saturation Optical Power: -3dBm / Connector Type: SC

Optical Fiber: 9/125μm single-mode �ber

/

0.2kg



Model

Picture

PON Interface

POTS Port

Ethernet Interface

USB Interface

Power Interface

PON Optical Parameter

Dimension

Weight

Environment

1 EPON optical interface

Meet 1000BASE-PX20+ standard

Symmetric 1.25Gbps upstream/downstream 

SC single-mode �ber

split ratio: 1:64

Transmission distance 20KM

2*RJ11 with 3REN

Max 1km distance

Balanced Ring, 50V RMS

4*10/100/1000M auto-negotiation

Full/half duplex mode

RJ45 connector

Auto MDI/MDI-X

100m distance

1*USB 2.0 interface / Transmission Rate: 480Mbps

External 12VDC/1A power supply adapter

Power consumption: <7W

/

/

170mm(L) x 130mm(W) x 30mm(H)

0.3kg

Operating temperature: 0 to 50ºC; Storage temperature: -40 to 85ºC; Operating humidity: 10% to 90%(Non-condensing); Storage humidity: 10% to 90%(Non-condensing)

KOC-E600-400U KOC-E600-400W (WIFI)KOC-E600-400PW (WIFI)

1 EPON optical interface

Meet 1000BASE-PX20+ standard

Symmetric 1.25Gbps upstream/downstream 

SC/UPC single-mode �ber

split ratio: 1:64

Transmission distance 20KM

/

/

/

4*10/100M or 4*10/100/1000M auto-negotiation

Full/half duplex mode

RJ45 connector

Auto MDI/MDI-X

100m distance

An external 12V DC 0.5A power supply adapter

Wavelength: Tx 1310nm, Rx1490nm

Tx Optical Power: 0~4dBm

Rx Sensitivity: -27dBm

Saturation Optical Power: -3dBm

160mm(L) x 120mm(W) x 32.5mm (H)

0.2kg

1 EPON optical interface

Meet 1000BASE-PX20+standard

Symmetric 1.25Gbps upstream/downstream 

SC/PC single-mode �ber

split ratio: 1:64

Transmission distance 20KM

/

/

/

4*10/100/1000M auto-negotiation

Full/half duplex mode

RJ45 connector

Auto MDI/MDI-X

100m distance

An external 12V DC power supply adapter

Wavelength: Tx 1310nm, Rx1490nm

Tx Optical Power: 0~4dBm

Rx Sensitivity: -27dBm

Saturation Optical Power: -3dBm

160mm(L) x 120mm(W) x 32.5mm (H)

0.2kg

Model

Picture

PON Interface

Ethernet Interface

PON Optical Parameter

Power Interface

Dimension

Weight

Environment

1*GPON port, FSAN G.984.2 standard, Class B+

Downstream Data Rate: 2.488Gbps

Upstream Data Rate: 1.244Gbps

SC/PC single mode �ber

28dB Link loss and 20KM distance with 1:128

1*10/100/1000M auto-negotiation 

Full Duplex/Half-Duplex

RJ45 Connector

 Auto MDI/MDI-X

Transmission Distance 100 Meter

Wavelength: Tx 1310nm, Rx1490nm

Tx Optical Power: 0.5~5dBm

Rx Sensitivity: -28dBm

Saturation Optical Power: -8dBm

External 12V/0.5A DC power supply adapter

Power consumption: <3W

78mm (L) x78mm (W) x25mm (H)

0.1kg

Operating temperature: 0 to 50ºC; Storage temperature: -40 to 85ºC; Operating humidity: 10% to 90%(Non-condensing); Storage humidity: 10% to 90%(Non-condensing)

KOC-G600-100W (WIFI) KOC-G600-200T (CATV)KOC-G600-100U

1*GPON port, FSAN G.984.2 standard, Class B+

Downstream Data Rate: 2.488Gbps

Upstream Data Rate: 1.244Gbps

SC/PC single mode �ber

28dB Link loss and  20KM distance with 1:128

1*10/100/1000M auto-negotiation

Full/half duplex mode

RJ45 connector

Auto MDI/MDI-X

100m distance

Wavelength: Tx 1310nm, Rx1490nm

Tx Optical Power: 0.5~5dBm

Rx Sensitivity: -28dBm

Saturation Optical Power: -8dBm

<4W, 12V/0.5A power supply adapter

/

125mm (L) x80mm (W) x 28mm (H)

0.2kg

1*GPON port, FSAN G.984.2 standard, Class B+

Downstream Data Rate: 2.488Gbps

Upstream Data Rate: 1.25Gbps

SC/PC single mode �ber

28dB Link loss and 20KM distance with 1:128

1*10/100/1000M auto-negotiation

Full/half duplex mode

RJ45 connector

Auto MDI/MDI-X

100m distance / 1 RF output / Female F-Type Connector

Wavelength: Tx 1310nm, Rx1490nm

Tx Optical Power: 0.5~5dBm

Rx Sensitivity: -28dBm

Saturation Optical Power: -8dBm

<5W, 12V/0.5A power supply adapter

/

130mm (L) x 90mm (W) x 30mm (H)

0.2kg
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Model

Picture

PON Interface

POTS Port

Ethernet Interface

USB Interface

Power Interface

PON Optical Parameter

Mangement Mode

Dimension

Weight

Environment

1*GPON port, FSAN G.984.2 standard, Class B+

Downstream Data Rate: 2.488Gbps

Upstream Data Rate: 1.244Gbps

SC/UPC single mode �ber

28dB Link loss and 20KM distance with 1:128

/

/

/

4*10/100/1000M auto-negotiation

Full/half duplex mode / RJ45 connector

Auto MDI/MDI-X / 100m distance

/

External 12V DC/1A power supply adapter / Power consumption: <7.5W

Wavelength: Tx 1310nm, Rx1490nm

Tx Optical Power: 0.5~5dBm / Rx Sensitivity: -28dBm

Saturation Optical Power: -8dBm

/

/

160mm (L) x 120mm (W) x 32.5mm (H)

0.2kg

Operating temperature: 0 to 50ºC; Storage temperature: -40 to 85ºC

Operating humidity: 10% to 90%(Non-condensing); Storage humidity: 10% to 90%(Non-condensing)

KOC-G600-400PW (WIFI)KOC-G600-400W (WIFI)

1*GPON port, FSAN G.984.2 standard, Class B+

Downstream Data Rate：2.488Gbps

Upstream Data Rate：1.244Gbps

SC/PC single mode �ber

28dB Link loss and  20KM distance with 1:128

2*RJ11 with 3REN

Max 1km distance

Balanced Ring, 50V RMS

4*10/100/1000M auto-negotiation

Full/half duplex mode / RJ45 connector

Auto MDI/MDI-X / 100m distance

1*USB 2.0 interface  /  Transmission Rate: 480Mbps

12V DC Power supply

Wavelength: Tx 1310nm, Rx1490nm

Tx Optical Power: 0.5～5dBm / Rx Sensitivity: -28dBm

Saturation Optical Power: -8dBm / Connector Type: SC

Standard compliant OMCI interface as de�ned by ITU-T G.984.4

Support TR069 and WEB management

170mm(L) x 130mm(W) x 30mm (H)

0.3kg

Model

Picture

PON Interface

CATV Interface

POTS Port

Ethernet Interface

USB Interface

Power Interface

Dimension

Weight

Environment

KOC-G600-400UKOC-G600-400PTW (CATV)
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1*GPON port, FSAN G.984.2 standard, Class B+

Downstream Data Rate: 2.488Gbps

Upstream Data Rate: 1.244Gbps

SC/PC single mode �ber

28dB Link loss and 20KM distance with 1:128

1 RF output

F-Type Connector

2*RJ11 

Max 1km distance

Balanced Ring, 50V RMS

4*10/100/1000M auto-negotiation

Full/half duplex mode

RJ45 connector

Auto MDI/MDI-X

100m distance

1*USB 2.0 interface 

Transmission Rate: 480Mbps

External 12VDC/1A power supply adapter

Power consumption: <7W

200mm (L) x 140mm (W) x 32mm (H)

0.3kg

0 to 50ºC; Storage temperature: -40 to 85ºC; Operating humidity: 10% to 90%(Non-condensing); Storage humidity: 10% to 90%(Non-condensing)

1*GPON port, FSAN G.984.2 standard, Class B+

Downstream Data Rate: 2.488Gbps

Upstream Data Rate: 1.244Gbps

SC/UPC single mode �ber

28dB Link loss and  20KM distance with 1:128

/

/

/

/

/

4*10/100M or 4*10/100/1000M auto-negotiation

Full/half duplex mode

RJ45 connector

Auto MDI/MDI-X

100m distance

Wavelength: Tx 1310nm, Rx1490nm / Tx Optical Power: 0.5~5dBm

Rx Sensitivity: -28dBm / Saturation Optical Power: -8dBm

4FE: <3W, 12V/0.5A power supply adapter

4GE: <4W, 12V/0.5A power supply adapter

160mm (L) x 120mm (W) x 32.5mm (H)

0.2kg
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Media Converter and Unmanaged Fiber Switch

100M/1000M/10G Fiber Media Converter
• Ports support Auto-MDl/MDlX auto-�ip

• Flow control: Full duplex using lEEE 802.3X, a standard half-duplexadopt Backpressure

• Support store and forward mode

• Single Mode / Multi-Mode / Single Fiber / Dual Fiber Optional

• Comply with CE, CCC, FCC, RoHS standard

• Support OEM,ODM,CKD and SKD

• Transmission Distance: (Multi-Mode)550M/2KM; (Single Mode)20/40/60/80/100/120KM

Mini Fiber Media Converter
Model

Picture

Ethernet Port

Input Voltage

Optical Fiber Port

Special Features

Optional Connector

Dimension

1*10/100 Base-T(X) Port 1*10/100/1000 Base-T(X) Port

KM-IGS11C

1*10/100 Base-T(X) Port

KM-F11M

1*10/100/1000 Base-T(X) Port

1*100 Base-FX Port 1*1000 Base-FX Port 1*100 Base-FX Port 1*1000 Base-FX Port

DC 10 ~ 36V DC 10 ~ 36V DC 5 ~ 12V DC 5 ~ 12V

Industrial Grade: with DlP Switch Industrial Grade: with DlP Switch Commercial Grade Commercial Grade: with DlP Switch

LC/SC/FC/ST LC/SC/FC/ST LC/SC/FC/ST LC/SC/FC/ST

60*50*36mm 60*50*36mm 69*50*24mm 69*50*24mm

KM-GS11MKM-IFS11C



Model

Picture

Ethernet Port

Input Voltage

Optical Fiber Port

Special Features

Optional Connector

Dimension

1*10/100 Base-T(X) Port 1*10/100/1000 Base-T(X) Port

KM-EXIG11

1*10/100 Base-T(X) Port

KM-EXIF11P

1*10/100/1000 Base-T(X) Port

1*100 Base-FX Port 1*1000 Base-FX Port 1*100 Base-FX Port 1*1000 Base-FX Port

DC 10 ~ 58V/AC 100 ~ 240V DC 48 ~ 56V

Explosion-proof Explosion-proof: with PoE

DC 48 ~ 56V

Explosion-proof: with PoE

LC/SC/FC/ST

200*135*90mm

DC 10 ~ 58V/AC 100 ~ 240V

Explosion-proof

LC/SC/FC/ST

200*135*90mm

LC/SC/FC/ST

200*135*90mm

LC/SC/FC/ST

200*135*90mm

KM-EXIG11PKM-EXIF11
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Explosion-proof Fiber Media Converter

Model

Picture

Ethernet Port

Input Voltage

Optical Fiber Port

Special Features

Optional Connector

Dimension

1*10/100 Base-T(X) Port

KM-FU11

with DlP Switch; USB

1*10/100 Base-T(X) PoE Port

KM-F11P

2*10/100 Base-T(X) PoE Port

1*100 Base-FX Port

1*10/100 Base-T(X) Port

1*100 Base-FX Port 1*100 Base-FX Port 1*100 Base-FX Port

DC 5V DC 5V DC 48 ~ 56V

NO with PoE

94*70*25mm

DC 48 ~ 56V

with PoE

94*70*25mm

LC/SC/FC/ST

93*70*25mm

LC/SC/FC/ST LC/SC/FC/ST LC/SC/FC/ST

93*70*25mm

KM-F12PKM-F11

100M Fiber Media converter

Model

Picture

Ethernet Port

Input Voltage

Optical Fiber Port

Special Features

Optional Connector

Dimension

1*10/100 Base-T(X) Port

KM-F11N

Built-in Power Supply

2*10/100 Base-T(X) Port 2*10/100 Base-T(X) Port

KM-FCP12

1*100 Base-FX Port

AC 220V

Card type; Built-in Power supply Card type; Built-in Power supply

LC/SC/FC/ST

1*10/100 Base-T(X) Port

1*100 Base-FX Port

AC 220V

LC/SC/FC/ST

1*100 Base-FX Port

AC 220V

LC/SC/FC/ST

1*100 Base-FX Port

AC 220V

LC/SC/FC/ST

157*129*32mm

KM-F12N

Built-in Power Supply

140*111*30mm 157*129*32mm 140*111*30mm

KM-FCP11

100M Fiber Media converter

Model

Picture

Ethernet Port

Input Voltage

Optical Fiber Port

Special Features

Optional Connector

Dimension

1*10/100/1000 Base-T(X) Port

KM-GU11

with USB

KM-G11-DIP

1*10/100/1000 Base-T(X) PoE Port

1*1000 Base-FX Port

DC 5V DC 5VDC 5 ~ 12V DC 46 ~ 56V

NO with DlP Switch with PoE and DlP switch

LC/SC/FC/ST

94*71*26mm

1*10/100/1000 Base-T(X) Port

1*1000 Base-FX Port

LC/SC/FC/ST

94*71*26mm

1*10/100/1000 Base-T(X) Port

1*1000 Base-FX Port

LC/SC/FC/ST

94*71*26mm

1*1000 Base-FX Port

LC / SC / FC / ST

94*71*26mm

KM-G11PKM-G11

1000M and 10G Fiber Media Converter



Model

Picture

Ethernet Port

Input Voltage

Optical Fiber Port

Special Features

Optional Connector

Dimension

2*10/100/1000 Base-T(X) PoE Port 1*10/100/1000 Base-T(X) Port

KM-GCP11

1*10/100/1000 Base-T(X) Port

KM-G11N

2*10/100/1000 Base-T(X) Port

1*1000 Base-FX Port

DC 46 ~ 56V AC 220V AC 220V AC 220V

with PoE Built-in Power SupplyCard type; Built-in Power supply Card type; Built-in Power supply

140*111*30mm157*129*32mm 157*129*32mm

LC / SC / FC / ST

1*1000 Base-FX Port

LC / SC / FC / ST

1*1000 Base-FX Port

LC / SC / FC / ST

1*1000 Base-FX Port

LC / SC / FC / ST

94*71*26mm

KM-GCP12KM-G12P

16 17

1000M and 10G Fiber Media Converter

Model

Picture

Ethernet Port

Input Voltage

Optical Fiber Port

Special Features

Optional Connector

Dimension

2*10/100/1000 Base-T(X) Port 1*10G Base-T(X) Port

KM-T11

NO

LC(SFP)

1*1000 Base-FX Port 1*10G Base-FX SFP Port

AC 220V DC 5V

Built-in Power Supply

LC/SC/FC/ST

140*111*30mm 140*100*30mm

KM-G12N

1000M and 10G Fiber Media Converter

Model

Picture

Description

Max Consumption

Input Voltage

Special Features

Work Temperature

Power supply

Dimension

14 Slot; 2U 19" Rack Mount 16 Slot; 2U 19" Rack Mount

KM-E16X

NO

KM-E16

AC 85 ~ 265V / DC 48V Optional

95W 55W

with Intelligent Alarm with intelligent Alarm

-20 ~ 70°C

Dual Power Supply

AC 85 ~ 265V / DC 48V Optional

95W

-20 ~ 70°C

Dual Power Supply

16 Slot; 2U 19" Rack Mount

AC 85 ~ 265V / DC 48V Optional

95W

-20 ~ 70°C

Dual Power Supply

16 Slot; 2U 19" Rack Mount

AC 85 ~ 265V / DC 48V Optional

-20 ~ 70°C

Dual Power Supply

426*230*90mm

KM-ME16

Managed; with Console Port

428*230*90mm 423*291*91mm 425*290*90mm

KM-E14

Rack Mount Chassis

Model

Picture

Ethernet Port

Input Voltage

Optical Fiber Port

Special Features

Optional Connector

Usage

1*10/100 Base-T(X) Port 1*10/100/1000 Base-T(X) Port 1*10/100 Base-T(X) Port

KM-G11CX KM-F11C

1*10/100/1000 Base-T(X) Port

1*1000 Base-FX Port1*1000 Base-FX Port

AC140 ~ 260V

Small Card Type Card Type

Use with 16-slot Al ally Rack Chassis

LC / SC / FC / ST

Use with smallcard 16-silot Rack Chasis

1*1000 Base-FX Port

AC140 ~ 260V

Small Card Type

LC / SC / FC / ST

1*1000 Base-FX Port

AC140 ~ 260V

LC / SC / FC / ST

Card Type

Use with 16-slot Al ally Rack Chassis

AC140 ~ 260V

LC / SC / FC / ST

Use with smallcard 16-silot Rack Chasis

KM-G11CKM-F11CX

Rack Mount Chassis



100M/1000M Fiber Switch
• Ports support Auto-MDl/MDlX auto-�ip

• Flow control: Full duplex using lEEE 802.3X, a standard half-duplex adopt Backpressure

• Supports TCP/IP, PPPOE, DHCP, ICMP, NAT protocol

• Support store and forward mode

• Single Mode/Multi-Mode/Single Fiber/Dual Fiber Optional

• Comply with CE,CCC, FCC, RoHS standard

• Transmission Distance: (Multi-Mode)550M/2KM; (Single Mode)20/40/60/80/100/120KM

100M Fiber Switch
Model

Picture

Ethernet Port

Input Voltage

Exchange Capacity

Optical Fiber Port

Custom Function

Optional Connector

Dimension

2*10/100 Base-T(X) Port 4*10/100 Base-T(X) Port

KM-F14

8*10/100 Base-T(X) Port

KM-F18

1*10/100 Base-T(X) Port

1*100 Base-FX Port

NO 1G

2*100 Base-FX Port

DC 5V

PoE NO

LC / SC / FC / ST

1*100 Base-FX Port

DC 5V

PoE

LC / SC / FC / ST

1G

1*100 Base-FX Port

DC 5V

PoE

LC / SC / FC / ST

1G

DC 5V

SC / FC / ST

95*71*26mm 140*88*28mm 152*74*25mm 93*70*25mm

KM-F21KM-F12

Model

Picture

Ethernet Port

Input Voltage

Optical Fiber Port

Special Features

Optional Connector

Usage

2*10/100 Base-T(X) Port 2*10/100/1000 Base-T(X) Port

KM-G12C

4*10/100/1000 Base-T(X) Port

KM-GS14C

16*10/100/1000 Base-T(X) Port

1*100 Base-FX Port 1*1000 Base-FX Port 16*100/1000 Base-FX Port

AC 100 ~ 240VAC140 ~ 260V

Card Type 1U Type

Use with 16-slot 2U Rack Chassis /

LC / SC / FC / ST LC / SC / FC / STLC(SFP)

Use with 16-slot Al alloy Rack Chassis

AC140 ~ 260V

Card Type

1*1000 Base-FX Port

AC140 ~ 260V

Card Type

LC / SC / FC / ST

Use with 16-slot Al alloy Rack Chassis

KM-FGS16E16KM-F12C

18 19

Rack Mount Chassis

Model

Picture

Ethernet Port

Input Voltage

Optical Fiber Port

Special Features

Optional Connector

Dimension

NO NO

KM-10G101

2*100/1000 Base-FX SFP Port 2*10G Base-FX SFP Port

AC100 ~ 240V / DC5V AC170 ~ 260V / DC5V

117*86*30mm

Transmission Rate 155M ~ 2.5G 10G

-20 ~ 70°C

LC(SFP)

-20 ~ 70°C

LC(SFP)

93*70*25mm

KM-FG101

100/1000M and 10G OEO



Model

Picture

Ethernet Port

Exchange Capacity

Optical Fiber Port

Input Voltage

Custom Function

Optional Connector

Dimension

3*10/100 Base-T(X) Port 4*10/100 Base-T(X) Port

KM-F24

6*10/100 Base-T(X) Port

KM-F26

8*10/100 Base-T(X) Port

2*100 Base-FX Port

1G

DC 5V

2*100 Base-FX Port

1G

2*100 Base-FX Port

1G

DC 5V DC 5 ~ 12V DC 5V

SC/FC/ST

199*88*25mm

NO NO

2*100 Base-FX Port

1G

SC/FC/ST

NO

SC/FC/ST LC/SC/FC/ST

PoE

136*70*25mm 140*88*28mm 178*76*27mm

KM-F28KM-F23

20 21

100M Fiber Switch

Model

Picture

Ethernet Port

Exchange Capacity

Optical Fiber Port

Input Voltage

Custom Function

Optional Connector

Dimension

4*10/100 Base-T(X) Port 2*10/100 Base-T(X) Port

KM-F62

2*10/100 Base-T(X) Port

KM-F82

8*10/100 Base-T(X) Port

6*100 Base-FX Port 8*100 Base-FXSFP Port 1*100/1000 Base-FX SFP Port

2G

DC 5V

16G 3.6G

4*100 Base-FX Port

2G

DC 5V DC 5 ~ 12V DC 5 ~ 12V

SC/FC/ST

155*90*26mm

SC/FC/ST

NONO NO

SC/FC/ST SC/FC/ST

NO

180*75*26mm 180*75*26mm 210*100*25mm

KM-1GFO8TKM-F44

100M Fiber Switch

Model

Picture

Ethernet Port

Exchange Capacity

Optical Fiber Port

Input Voltage

Custom Function

Optional Connector

Dimension

2*10/100/1000Base-T(X) Port 2*1000M COMBO(RJ45+SFP) Port

KM-SFS24GEC02

AC 100 ~ 240V

KM-F28GE4

14*100 Base-FX and 1*1000 Base-X SFP Port

16G 12.8G

AC 100 ~ 240V AC 100 ~ 240V

NO

SC/FC/ST

24*100 Base-XSFP Port

8.8G

NO

LC(SFP)

4*10/100/1000 Base-T(X)Port

28*100 Base-FX Port

16G

NO

SC/FC/ST

4*1000M COMBO(RJ45+SFP) Port

24*100 Base-FX SFP Port

NO

LC(SFP)

440*155*55mm

KM-SGCO4FS24MGH

AC 100 ~ 240V

440*180*44mm 440*155*55mm 440*231*45mm

KM-F14GS01GE2

100M Fiber Switch

Managed

1000M Fiber Switch
Model

Picture

Ethernet Port

Input Voltage

Exchange Capacity

Optical Fiber Port

Custom Function

Optional Connector

Dimension

2*10/100/1000 Base-T(X) Port 4*10/100/1000 Base-T(X) Port

KM-G14

8*10/100/1000 Base-T(X) Port

KM-G18

4*10/100/1000 Base-T(X) Port

1*1000 Base-FX Port

NO 14G

2*1000 Base-FX Port

DC 5V

PoE PoE

LC/SC/FC/ST

1*1000 Base-FX Port

DC 5V

PoE

LC/SC/FC/ST

20G

1*1000 Base-FX Port

DC 5V

PoE

LC/SC/FC/ST

14G

DC 5V

LC/SC/FC/ST

95*71*26mm 140*88*28mm 152*114*44mm 140*88*28mm

KM-G24KM-G12



Model

Picture

Ethernet Port

Exchange Capacity

Optical Fiber Port

Input Voltage

Custom Function

Optional Connector

Dimension

8*10/100/1000 Base-T(X) Port 16*10/100/1000 Base-T(X) Port

KM-G216

2*10/100/1000 Base-T(X) Port

KM-G42

8*10/100/1000 Base-T(X) Port

2*1000 Base-FX Port

28G

DC 5V

2*1000 Base-FX Port

56G

4*1000 Base-FX Port

16G

DC 12V DC 12V DC 5 ~ 16V

LC/SC/FC/ST

152*114*44mm

PoE NO

4*1000 Base-FX Port

32G

LC/SC/FC/ST

NO

LC/SC/FC/ST LC/SC/FC/ST

NO

152*114*44mm 220*125*38mm 180*100*26mm

KM-G48KM-G28

22 23

1000M Fiber Switch

Model

Picture

Ethernet Port

Exchange Capacity

Optical Fiber Port

Input Voltage

Custom Function

Optional Connector

Dimension

2*10/100/1000 Base-T(X) Port 8*10/100/1000 Base-T(X) Port

KM-GS88

24*10/100/1000 Base-T(X) Port

KM-G224

4*10/100/1000 Base-T(X) Port

8*1000 Base-FX Port 2*1000 Base-FX Port 16*1000 Base-FX Port

32G

DC 5 ~ 16V

56G 64G

8*1000 Base-FX Port

32G

DC 12V DC 12V AC 110 ~ 240V(Dual Power Supply)

SC/FC/ST

430*142*45mm

SC/FC/ST

NONO NO

LC/SC/FC/ST LC(SFP)

NO

210*100*25mm 152*114*44mm 295*125*38mm

KM-G1604KM-G82

1000M Fiber Switch

Model

Picture

Ethernet Port

Exchange Capacity

Optical Fiber Port

Input Voltage

Custom Function

Optional Connector

Dimension

4*10/100/1000 Base-T(X) Port

18*1000 Base-FX Port

64G

AC 110 ~ 240V(Dual Power Supply)

NO

SC/FC/ST

430*142*45mm

KM-GS1804

1000M Fiber Switch

Ring Network Fiber Switch(Free Setup)
Model

Picture

Ethernet Port

Input Voltage

Exchange Capacity

Optical Fiber Port

Custom Function

Optional Connector

Dimension

4*10/100/1000 Base-T(X) Port 8*10/100/1000 Base-T(X) Port

KM-G28LN

2*1000 Base-FX Port

12G 56G

DC 5V

NO

SC/FC/ST

2*1000 Base-FX Port

DC 5V

NO

SC/FC/ST

130*68*25mm 199*88*25mm

KM-G24LN



100M/1000M Commercial Ethernet Switch
• Ports support Auto-MDl/MDlX auto-�ip

• Multi-protection,such as 3KV surge protection and lP30 protection

• Flow control: Full duplexusing lEEE 802.3X, a standard half-duplex adopt Backpressure

• Support store and forward mode

• Single Mode/Multi-Mode/Single Fiber/Dual Fiber Optiona

• Comply with CE, CCC, FCC, RoHS standard

• Support OEM,ODM,CKD and SKD

• Surge Protection: 3kV

• Protection Grade: IP30

100M Commercial Ethernet Switch
Model

Picture

Ethernet Port

Input Voltage

Exchange Capacity

Optical Fiber Port

Optional Connector

Dimension

5*10/100 Base-T(X) Port 8*10/100 Base-T(X) Port

KM-SWFO8

16*10/100 Base-T(X) Port

KM-SWFO16N

24*10/100 Base-T(X)Port

NO

1G 1.6G

NO

DC 12V

NO

NO

DC 12V

NO

4.8G

NO

AC 100 ~ 240V

NO

4.8G

AC 100 ~ 240V

NO

88*83*25mm 138*80*25mm 210*105*45mm 305*140*45mm

KM-SWFO24NKM-SWFO5

24 25

1000M Commercial Ethernet Switch

48*10/100 Base-T(X) Port

2*1000M COMBO(RJ45+SFP) Port

17.6G

AC 100 ~ 240V

LC(SFP)

305*140*45mm

KM-SWFO24N

Model

Picture

Ethernet Port

Input Voltage

Exchange Capacity

Optical Fiber Port

Optional Connector

Dimension

5*10/100/1000 Base-T(X) Port 8*10/100/1000 Base-T(X) Port

KM-SWFO8

16*10/100/1000 Base-T(X) Port

KM-SWFO16N

24*10/100/1000 Base-T(X) Port

NO

10G 16G

NO

DC 12V

NO

NO

DC 12V

NO

56G

NO

AC 100 ~ 240V

NO

56G

AC 100 ~ 240V

NO

88*83*25mm 175*75*28mm 210*105*45mm 305*140*45mm

KM-SWFO24NKM-SWFO5

1000M Commercial Ethernet Switch
Model

Picture

Ethernet Port

Input Voltage

Exchange Capacity

Optical Fiber Port

Optional Connector

Dimension

16*10/100/1000 Base-T(X) Port 24*10/100/1000 Base-T(X) Port

KM-SWGO24NJ

16*10/100/1000 Base-T(X) Port

KM-SWGS216NJ

24*10/100/1000 Base-T(X) Port

NO

56G 56G

2*1000 Base-FX Port

AC 100 ~ 240V

NO

NO

AC 100 ~ 240V

NO

56G

2*1000 Base-FX Port

AC 100 ~ 240V

LC(SFP)

56G

AC 100 ~ 240V

LC(SFP)

440*140*45mm(Rack Type) 440*140*45mm(Rack Type) 440*140*45mm(Rack Type) 440*140*45mm(Rack Type)

KM-SWGS224NJKM-SWGO16NJ
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1000M Commercial Ethernet Switch
Model

Picture

Ethernet Port

Input Voltage

Exchange Capacity

Optical Fiber Port

Optional Connector

Dimension

8*10/100/1000 Base-T(X) Port 8*10/100/1000 Base-T(X) Port

KM-SWGS1608NJ

24*10/100/1000 Base-T(X) Port

KM-SWGS424NCJ

48*10/100/1000 Base-T(X) Port

8*1000 Base-X SFP Port

52G 52G

NO

AC 100 ~ 240V

LC(SFP)

16*1000 Base-FX Port

AC 100 ~ 240V

LC(SFP)

56G

4*1000M COMBO(RJ45+SFP)Port

AC 100 ~ 240V

LC(SFP)

112G

AC 100 ~ 240V

NO

440*205*45mm(Rack Type) 440*205*45mm(Rack Type) 440*200*45mm(Rack Type) 440*230*45mm(Rack Type)

KM-SWGO48NJKM-SWGS808NJ

1000M Commercial Ethernet Switch
Model

Picture

Ethernet Port

Input Voltage

Exchange Capacity

Optical Fiber Port

Optional Connector

Dimension

48*10/100/1000 Base-T(X) Port

2*1000 Base-FX Port

128G

AC 100 ~ 240V

LC(SFP)

440*230*45mm(Rack Type)

KM-SWGS248NJ

PoE Switch

Unmanaged & Managed PoE Switch
• Watchdog function

• SupportIEEE802.3AF/AT, Support Vlan

• Support connection with lP Cameras and wireless AP

• Standard poweris 15.4W/port, Maximum power:30W/port

• Support OEM, ODM, SKD and CKD

• Comply with CE, CCC, FCC, RoHS standard

• Input Voltage: AC 100 ~ 240V Built-in Power Supply

• Management: WEB, CONSOLE, TELNETSNMP eta

• Working Temperature: -20 ~ +55°C

Unmanaged PoE Switch
Model

Picture

POE Port

Transmission Distance

Uplink Port

Total PoE Power

Dimension

4*10/100M PoE Port 8*10/100M PoE Port

KM-P10208CBMHGW

8*10/100M PoE Port

KM-P30208CBMHGW

16*10/100M PoE Port

2*10/100M Uplink Rj45 Port 2*10/100M Uplink RJ45 Port 2*10/100/1000M Uplink RJ45 Port 2*10/100/1000M Uplink RJ45 Port

10M ~ 250m100/1000M ~ 100m 10M ~ 250m100/1000M ~ 100m 10M ~ 250m100/1000M ~ 100m 10M ~ 250m100/1000M ~ 100m

65W 120W 120W 250W

Protection 4KV Lightning Protection; IP30 4KV Lightning Protection; lP30 4KV Lightning Protection; lP30 4KV Lightning Protection; lP30

140*115*40mm 195*130*40mm 195*130*35mm 270*181*44.5mm

KM-P302016CBMHGWKM-P10204CBMHGW
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Unmanaged PoE Switch
Model

Picture

24*10/100M PoE Port 4*10/100/1000M PoE Port

KM-P40204BMHGW

8*10/100/1000M PoE Port

KM-P42008BMHGW

8*10/100/1000M PoE Port

2*10/100/1000M Uplink RJ45 Port

10M ~ 250m100/1000M ~ 100m 100m

2*10/100/1000M Uplink RJ45 Port

15.4/30W

300W

2*10/100/1000M Uplink RJ45 Port

15.4/30W

65W

100m

2*1000M UplinkSFP Slot

15.4/30W

120W

100m

15.4/30W

120W

4KV Lightning Protection; lP30 4KV Lightning Protection; lP30 4KV Lightning Protection; lP30 4KV Lightning Protection; lP30

330*204*44mm 145*115*40mm 195*130*40mm 195*130*40mm

KM-P40208BMHGWKM-P302024CBMHGW

Managed PoE Switch
Model

Picture

POE Port

Transmission Distance

Uplink Port

Single Port PoE power

Total PoE Power

Dimension

4*10/100/1000M PoE Port 8*10/100/1000M PoE Port

KM-MPGS28N

16*10/100/1000M PoE Port

KM-MPGS2G216N

8*10/100/1000M PoE Port

1*10/100/1000M Uplink RJ45 Port 2*1000M Uplink SFP Slot
2*10/100/1000M Uplink Rj45 Port
2*1000M Uplink SFP Slot 4*1000M COMBO Port

100m 100m 100m 100m

15.4/30W 15.4/30W 15.4/30W 15.4/30W

65W 150W 300W 150W

Protection

POE Port

Transmission Distance

Uplink Port

Single Port PoE power

Total PoE Power

Dimension

Protection

Unmanaged PoE Switch
Model

Picture

16*10/100/1000M PoE Port 16*10/100/1000M PoE Port

KM-P420016BMHGW

16*10/100/1000M PoE Port

KM-P402016BMHGW

24*10/100/1000M PoE Port

2*10/100/1000M Uplink RJ45 Port
2*1000M Uplink SFP Slot

100m 100m

2*10/100/1000M Uplink RJ45 Port
2*1000m Uplink SFP Slot

15.4/30W

250W

2*1000M Uplink SFP Slot

15.4/30W

250W

100m

2*10/100/1000M Uplink RJ45 Port

15.4/30W

250W

100m

15.4/30W

400W

4KV Lightning Protection; lP30 4KV Lightning Protection; lP30 4KV Lightning Protection; lP30 4KV Lightning Protection; lP30

440*290*44.5mm 270*181*44.5mm 270*181*44.5mm 440*290*44.5mm

KM-P422024BHGWKM-P422016BHGW

POE Port

Transmission Distance

Uplink Port

Single Port PoE power

Total PoE Power

Dimension

Protection 3KV Lightning Protection; IP30 4KV Lightning Protection; lP30 3KV Lightning Protection; lP30 3KV Lightning Protection; lP30

125*105*28mm 208*140*44mm 295*195*45mm 295*195*45mm

KM-MPGS48NCKM-MPGO5

Unmanaged PoE Switch
Model

Picture

24*10/100/1000M PoE Port 4*10/100/1000M PoE Port

KM-P42104BMHX

8*10/100/1000M PoE Port

KM-P42208BMHX

5*10/100/1000M PoE Port

2*1000M Uplink SFP Slot

100m 100m

1*1000M Uplink SFP Slot

15.4/30W

300W

1*10/100/1000M Uplink RJ45 Port
2*1000M UplinkSFP Slot

15.4/30W

65W

100m

2*10/100/1000M Uplink RJ45 Port
2*1000M Uplink SFP Slot

15.4/30W

120W

100m

15.4/30W

65W

4KV Lightning Protection; lP30 4KV Lightning Protection; lP30 4KV Lightning Protection; lP30 4KV Lightning Protection; lP30

330*204*44mm 202*140*45mm 202*140*45mm 158*142*35mm

KM-SLGS105-5AKM-P420024BMHGW

POE Port

Transmission Distance

Uplink Port

Single Port PoE power

Total PoE Power

Dimension

Protection
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Managed PoE Switch
Model

Picture

16*10/100/1000M PoE Port 24*10/100/1000M PoE Port

KM-MPGS224NJ

24*10/100/1000M PoE Port

KM-MPGS424NCJ

16*10/100/1000M PoE Port

2*1000M Uplink SFP Slot

100m 100m

10*1000M SFP Slot

15.4/30W

300W

2*1000M Uplink SFP Slot

15.4/30W

400W

100m

4*1000M COMBO Port

15.4/30W

400W

100m

15.4/30W

300W

3KV Lightning Protection; lP30 3KV Lightning Protection; lP30 4KV Lightning Protection; lP30 3KV Lightning Protection; lP30

440*290*45mm(Rack Mount) 440*290*45mm(Rack Mount) 440*280*45mm(Rack Mount) 440*290*45mm(Rack Mount)

KM-MPGS1016NJKM-MPGS216NJ

PoE Accessories
Model

Picture

PoE Extender PoE Splitter

KM-PSG0503

BT PoE Injector

KM-INPSE24T48

1*10/100/1000M PoE In
2*10/100/1000M PoE Out

1*10/100/1000M PoE In
1*10/100/1000M Data Out

2*10/100/1000M Data ln
1*10/100/1000M POE Out

12+,36-; 45+,78- 12+,36-; 45+,78- 12+,36-; 45+,78-

15.4/30W 15.4/30W 15.4/30W

70*85*25mm 81*28*24mm 130*94*35mm

POE Port

Transmission Distance

Uplink Port

Single Port PoE power

Total PoE Power

Dimension

Protection

Managed PoE Switch
Model

Picture

24*10/100/1000M PoE Port

4*1G/10G Uplink SFP+ Slot

100m

15.4/30W

400W

4KV Lightning Protection; lP30

440*232*45mm(Rack Mount)

KM-SW4024PMGH

POE Port

Transmission Distance

Uplink Port

Single Port PoE power

Total PoE Power

Dimension

Protection

KM-PSE102GAF

PoE Accessories
Model

Picture

Mini PoE Injector PoE Injector

KM-PSE505AT

IP65 PoE lnjector for Outdoor

KM-INPSE65W-IP65

IP65 PoE Extender for Outdoor

1*10/100/1000M Dataln
1*10/100/1000M PoE Out

12+,36-; 45+,78- 12+,36-; 45+,78-

1*10/100/1000M Dataln
2*10/100/1000M PoE Out

15.4/30W

70*44*25mm

1*10/100/1000M Dataln
1*10/100/1000M PoE Out

30W/60W Optional

60*120*40mm

12+,36-; 45+,78-

1*10/100/1000M Dataln
1*10/100/1000M PoE Out

65W/90W Optional

330*200*84mm

12+,36-; 45+,78-

15.4/30/90W

170*78*35mm

KM-IPG102-BTKM-PJG01-M

Product Name

Power Pin

Port

PoE Power

Dimension

Product Name

Power Pin

Port

PoE Power

Dimension
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Managed Commercial Ethernet Switch
• Comply withIEEE 802.3, IEEE 802.3u, IEE802.3ab, lEE802.3z standards

• Support QOS, STP/RSTP, IGMP, DHCP, SNMP, WEB, VLAN, ERPS etc

• Low power consumption design. Energy-saving and green

• Support connection with lP Cameras and wireless AP

• Support OEM, ODM, SKD and CKD

• Comply with CE, CCC, FCC, RoHS standard

• Management: WEB, CONSOLE, TELNETSNMP eta

• Working Temperature: -20 ~ +55°C

Commercial Ethernet Switch

1000M Managed Commercial Ethernet Switch
Model

Picture

5*10/100/1000 Base-T(X) Port 8*10/100/1000 Base-T(X) Port

KM-MGS28

8*10/100/1000 Base-T(X) Port

KM-MGS28N

8*10/100/1000 Base-T(X) Port

NO 4*1000M COMBO(SFP+RJ45) Port

20G 20G

DC 12V

PoE Optional

2*1000 Base-X SFP Port

DC 12V

NO

20G

2*1000 Base-X SFP Port

AC 100 ~ 240V

PoE Optional

56G

AC 100 ~ 240V

PoE Optional

3KV surge protection; lP30 3KV surge protection; lP30 3KV surge protection; lP30 3KV surge protection; lP30

440*290*44.5mm 270*181*44.5mm 270*181*44.5mm 440*290*44.5mm

KM-MGS48NCKM-MGO5

Ethernet Port

Exchange Capacity

Optical Fiber Port

Input Voltage

Custom Function

Dimension

Chip

1000M Managed Commercial Ethernet Switch
Model

Picture

2*10/100/1000 Base-T(X) Port 8*10/100/1000 Base-T(X) Port

KM-MGS108N

16*10/100/1000 Base-T(X) Port

KM-MGS1016NJ

8*10/100/1000 Base-T(X) Port

9*1000 Base-X SFP Port 18*1000 COMBO Port

56G 56G

DC 12V

NO

10*1000 Base-X SFP Port

AC 100 ~ 240V

NO

56G

10*1000 Base-X SFP Port

AC 100 ~ 240V

PoE Optional

56G

AC 100 ~ 240V

NO

3KV surge protection; lP30 3KV surge protection; lP30 3KV surge protection; lP30 3KV surge protection; lP30

245*110*40mm 440*210*45mm(1U Rack Mount) 440*210*45mm(1U Rack Mount) 440*210*45mm(1U Rack Mount)

KM-MGS188NJKM-MGS92

Ethernet Port

Exchange Capacity

Optical Fiber Port

Input Voltage

Custom Function

Dimension

Chip

1000M Managed Commercial Ethernet Switch
Model

Picture

(16+2)*10/100/1000 Base-T(X) Port 16*10/100/1000 Base-T(X) Port

KM-MGS216NJ

24*10/100/1000 Base-T(X) Port

KM-MGS224NJ

24*10/100/1000 Base-T(X) Port

2*1000 Base-X SFP Port 4*1000M COMBO(SFP+RJ45) Port

56G 56G

AC 100 ~ 240V

PoE Optional

2*1000 Base-X SFP Port

AC 100 ~ 240V

PoE Optional

56G

2*1000 Base-XSFP Port

AC 100 ~ 240V

PoE Optional

56G

AC 100 ~ 240V

PoE Optional

3KV surge protection; lP30 3KV surge protection; lP30 3KV surge protection; lP30 3KV surge protection; lP30

295*195*45mm 440*200*45mm(1U Rack Mount) 440*200*45mm(1U Rack Mount) 440*200*45mm(1U Rack Mount)

KM-MGS424NCJKM-MGS218N

Ethernet Port

Exchange Capacity

Optical Fiber Port

Input Voltage

Custom Function

Dimension

Chip
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10G Managed Commercial Ethernet Switch
Model

Picture

NO 24*10/100/1000 Base-T(X) Port

KM-SW4024MGH

24*10/100/1000 Base-T(X) Port

KM-SW602424MGH

48*10/100/1000 Base-T(X) Port

8*10G Base-X SFP Port 6*100/1000/10G Base-X SFP Port

160G 128G

DC 10 ~ 58V/AC 100 ~ 240V optional

L2/L3 Optional

4*100M/1G/10G Base-X SFP Port

DC 37 ~ 75V/AC 100 ~ 240V optional

L2/L3/PoE optional

360G

24*100/1000 Base-X SFP Port and
6*1G/10G Base-X SFP Port

DC 37 ~ 75V/AC 100 ~ 240V optional

L2/L3 optional

360G

DC 37 ~ 75V/AC 100 ~ 240V

L2/L3 optional

3KV surge protection; lP30 3KV surge protection; lP30 3KV surge protection; lP30 3KV surge protection; lP30

253*150*44mm(Din-rail mount) 440*232*45mm(1U Rack Mount) 442*278*45mm(1U Rack Mount) 445*248*45mm(1U Rack Mount)

KM-SW6048MGHKM-SWO8MGH

Ethernet Port

Exchange Capacity

Optical Fiber Port

Input Voltage

Custom Function

Dimension

Chip

10G Managed Commercial Ethernet Switch
Model

Picture

4*COMBO(SFP+RJ45) Port 6*COMBO RJ45 Port

KM-SW4G24C06MGS

6*COMBO RJ45 Port

KM-SW4G48C06MGS

1 Console Port+1 0OB Port

24*10G Base-X SFP Port 28*10G SFP+Port and
4*25G SFP28 Port

680G 128G

AC 90 ~ 290V

Can expand 8 10G �ber/RJ45 port
or 2 40G QSFP+ port

24*1000 Base-X SFP Port

AC 110 ~ 240V

Can expand 4 10G SFP+ port

176G

48*1000 Base-X SFP Port

AC 110 ~ 240V

Can expand 410G SFP+ port

760G

AC 110 ~ 240V

L2/L3 Optional

4KV/6KV surge protection; P30 4KV/6KV surge protection; lP30 4KV/6KV surge protection; lP30 BROADCOM

438.48*473*43.4mm 442*285*44mm(1U Rack Mount) 442*285*44mm(1U Rack Mount) 440*400*44mm

KM-SW28Q4MGSKM-SW24C04QZ2MGS

Ethernet Port

Exchange Capacity

Optical Fiber Port

Input Voltage

Custom Function

Dimension

Chip

10G Managed Commercial Ethernet Switch
Model

Picture

24*10/100/1000 Base-T(X) Port 8*10/100/1000 Base-T(X) Port

KM-SW6G2408H

12*100/1000/10G Base-T(X) Port

KM-SW2012MGS

4*COMBO(SFP+RJ45) Port

8*100/1000 Base-X SFP Port and
6*1G/10G Base-X SFP Port 24*10G Base-X SFP Port

216G 216G

AC 100 ~ 240V

L2/L3 Optional

24*100/1000 Base-X SFP Port and
6*1G/10G Base-X SFP Port

AC 100 ~ 240V

L2/L3 Optional

240G

2*10G Base-X SFP Port

AC 110 ~ 260V

L2/L3 Optional

240G

AC 90 ~ 290V

No

4KV/6KV surge protection; IP30 4KV/6KV surge protection; IP30 4KV/6KV surge protection; IP30 4KV/6KV surge protection; IP30

485*250*44.5mm(1U Rack Mount) 485*250*44.5mm(1U Rack Mount) 438.48*473*43.4mm 438.48*473*43.4mm

KM-SW24C04MGSKM-SW6GS8024H

Ethernet Port

Exchange Capacity

Optical Fiber Port

Input Voltage

Custom Function

Dimension

Chip

1000M Managed Commercial Ethernet Switch
Model

Picture

16*10/100/1000 Base-T(X) Port 24*10/100/1000 Base-T(X) Port

KM-MPGS424NCJ

4x10/100/1000Mbps Combo Ports

56G 56G

AC 100 ~ 240V

PoE Optional

4x10/100/1000Mbps Combo Ports

AC 100 ~ 240V

PoE Optional

4KV/6KV surge protection,!P30 4KV/6KV surge protection,IP30

440*280*44mm(1U Rack Mount) 485*250*44.5mm(1U Rack Mount)

KM-MGSC4016H

Ethernet Port

Exchange Capacity

Optical Fiber Port

Input Voltage

Custom Function

Dimension

Chip
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10G Managed Commercial Ethernet Switch
Model

Picture

32*10G RJ45 Port+1
Console Port+1 OOB Port

16*10G RJ45 Port+1
Console Port+1 OOB Port

KM-SW16016MGS

1 Console Port+1 0OB Port

KM-SWQZ8MGS

No

760G 760G

AC 110 ~ 240V

L2/L3 Optional

16*10G SFP+ Port

AC 110 ~ 240V

L2/L3/PoE optional

760G

8* 40G QSFP Port

AC 110 ~ 240V

L2/L3 optional

BROADCOM BROADCOM BROADCOM

440*400*44mm 440*400*44mm 440*400*44mm

16*10G RJ45 Port+1
Console Port+1 OOB Port

KM-SWO16QZ4MGS

24*10G RJ45 Port+1
Console Port+1 OOB Port

2*40G QSFP Port

760G

4*40G QSFP Port

AC 110 ~ 240V

L2/L3 optional

760G

AC 110 ~ 240V

L2/L3 optional

BROADCOM BROADCOM

440*400*44mm 440*400*44mm

KM-SW024QZ2MGS

KM-SWO32MGS

Ethernet Port

Exchange Capacity

Optical Fiber Port

Input Voltage

Custom Function

Dimension

Chip

Unmanaged Industrial Ethernet Switch
Model

Picture

5*10/100 Base-T(X) Port 8*10/100 Base-T(X) Port

KM-IF08H

1*10/100 Base-T(X) Port

KM-IFS11H

2*10/100 Base-T(X) Port

1*100 Base-FX SFP PortNO

1.6G 3.6G

NO

6KV

NO

NO

6KV

1.6G

1*100 Base-FX SFP Port

NO

6KV

1.6G

NO

6KV

NO NO LC/SC/ST/FC LC/SC/ST/FC

130*94*35mm 158*118*42mm 130*94*35mm 130*94*35mm

KM-IFS12HKM-IFO5H

Ethernet Port

Exchange Capacity

Optical Fiber Port

MAX PoE Power

Surge Protection

Dimension

Optional Connector

10G Managed Commercial Ethernet Switch
Model

Picture

1 Console Port+1 OOB Port 1 Console Port+1 OOB Port

KM-SW16QZ4MGS

10*10G SFP+ Port and 4*25G
SFP28 Port and 2*40G QSFP Port

760G 760G

AC 110 ~ 240V

L2/L3 Optional

16*10G SFP Port and 4*40G QSFP Port

AC 110 ~ 240V

L2/L3 Optional

BROADCOM BROADCOM

440*400*44mm 440*400*44mm

KM-SW20Q4QZ2MGS

Ethernet Port

Exchange Capacity

Optical Fiber Port

Input Voltage

Custom Function

Dimension

Chip

Industrial Ethernet Switch

Unmanaged Industrial Ethernet Switch
• Fanless design, Low power consumption, lP40 protection level

• High strength aluminum alloy casing

• Comply with CE, CCC, FCC, RoHS standard

• DlN-Rail mounted

• Widely used in Intelligent Buildings, Smart Cities, SmartCommunities, Marine Transportation, 

Electricity, WaterConservancy and Oil Fields and other data transmission �elds

• Working Temperature: -40°C ~ +85°C

• Input Voltage: DC 10 ~ 55V
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Unmanaged Industrial Ethernet Switch
Model

Picture

KM-IG08H KM-IG1F8H

No

14G 20G

NO

6KV

NO

5*10/100/1000 Base-T(X) Port 8*10/100/1000 Base-T(X) Port

NO

6KV

3.6G

NO

NO

NO

6KV

NO NO NO

130*94*35mm 158*118*42mm 158*118*42mm

KM-IFS26H

2*10/100 Base-T(X) Port

8*10/100 Base-T(X) Port

1.6G

2*100 Base-FX SFP Port

6*10/100 Base-T(X) Port

NO

6KV

1.6G

NO

6KV

LC/SC/ST/FC LC/SC/ST/FC

158*118*42mm 158*118*42mm

KM-IFS28H

KM-IGO5H

Ethernet Port

Exchange Capacity

Optical Fiber Port

MAX PoE Power

Surge Protection

Dimension

Optional Connector

Unmanaged Industrial Ethernet Switch
Model

Picture

1*10/100/1000Base-T(COMBO) Port and
8*10/100Base-T(X) Port 2*10/100/1000 Base-T(X) Port

KM-IGS22H

4*10/100/1000 Base-T(X) Port

KM-IGS24H

8*10/100/1000 Base-T(X) Port

2*1000 Base-FX SFP Port1*1000 Base-FX SFP Port

3.6G 8G

NO

6KV

2*1000 Base-FX SFP Port

NO

6KV

14G

2*1000 Base-FX SFP Port

NO

6KV

20G

NO

6KV

LC/SC/ST/FC LC/SC/ST/FC LC/SC/ST/FC LC/SC/ST/FC

158*118*42mm 130*94*35mm 130*94*35mm 158*118*42mm

KM-IGS28HKM-IGS1G01F08H

Ethernet Port

Exchange Capacity

Optical Fiber Port

MAX PoE Power

Surge Protection

Dimension

Optional Connector

Unmanaged Industrial Ethernet Switch
Model

Picture

4*10/100 Base-T(X) Port

1*10/100 Base-T(X) Port

4*10/100 Base-T(X) Port

KM-IFS24H

1.6G 1.6G

NO

6KV

2*10/100 Base-T(X) Port

NO

6KV

LC/SC/ST/FC LC/SC/ST/FC

130*94*35mm 130*94*35mm

KM-IFS14H

Ethernet Port

Exchange Capacity

Optical Fiber Port

MAX PoE Power

Surge Protection

Dimension

Optional Connector

KM-IGS14H

1*1000 Base-FX SFP Port

8*10/100/1000 Base-T(X) Port

14G

1*1000 Base-FX SFP Port

4*10/100/1000 Base-T(X) Port

NO

6KV

20G

NO

6KV

LC/SC/ST/FC LC/SC/ST/FC

130*94*35mm 158*118*42mm

KM-IGS18H

Unmanaged Industrial Ethernet Switch
Model

Picture

1*10/100/1000 Base-T(X) Port

1*1000 Base-FX SFP Port

2*10/100/1000 Base-T(X) Port

KM-IGS12H

4G 6G

NO

6KV

1*1000 Base-FX SFP Port

NO

6KV

LC/SC/ST/FC LC/SC/ST/FC

130*94*35mm 130*94*35mm

KM-IGS11H

Ethernet Port

Exchange Capacity

Optical Fiber Port

MAX PoE Power

Surge Protection

Dimension

Optional Connector

NO

16*10/100/1000 Base-T(X)Port

56G

NO

6KV

NO

181*146*47mm

KM-IG016H
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Unmanaged Industrial Ethernet PoE Switch
Model

Picture

1*10/100 Base-T(X) Port and
4*10/100 Base-T(X) PoE/PoE+ Port 8*10/100 Base-T(X) PoE/PoE+ Port 

KM-IF08HP

1*10/100 Base-T(X) PoE/PoE+ Port

KM-IFS11HP

2*10/100 Base-T(X) PoE/PoE+ Port

1*100 Base-FX SFP PortNO

1.6G 3.6G

120W

6KV

NO

240W

6KV

1.6G

1*100 Base-FX SFP Port

30W

6KV

1.6G

60W

6KV

NO NO LC/SC/ST/FC LC/SC/ST/FC

130*94*35mm 158*118*42mm 130*94*35mm 130*94*35mm

KM-IFS12HPKM-IF05HP

Ethernet Port

Exchange Capacity

Optical Fiber Port

MAX PoE Power

Surge Protection

Dimension

Optional Connector

Unmanaged Industrial Ethernet Switch
Model

Picture

16*10/100/1000 Base-T(X) Port

2*1000 Base-FX SFP Port

8*10/100/1000 Base-T(X) Port

KM-IGS48H

56G 24G

NO

6KV

4*1000 Base-FX SFP Port

NO

6KV

LC/SC/ST/FC LC/SC/ST/FC

181*146*47mm 181*146*47mm

KM-IGS216H

Ethernet Port

Exchange Capacity

Optical Fiber Port

MAX PoE Power

Surge Protection

Dimension

Optional Connector

Unmanaged Industrial Ethernet PoE Switch
• Support IEEE802.3, IEEE802.3U, IEEE802.3x, IEEE802.3af/at

• Industrial chip design,15kV ESD protection, 8kV surge protection.

• Redundancy power supply, reverse polarity protection.

• Industrial grade 4 design, -40 ~ +85°C operating temperature.

• IP40 rated aluminum alloy housing, DlN-Railmounted.

• Input Voltage: DC 48 ~ 55V



KM-IG1F8HP

1*1000 Base-FX SFP Port

1*10/100/1000 Base-T(X) PoE/PoE+ Port

3.6G

NO

8*10/100 Base-T(X) PoE/PoE+ Port and
1*10/100/1000 Base-T(X) Port

240W

6KV

4G

30W

6KV

NO LC/SC/ST/FC

158*118*42mm 130*94*35mm

KM-IGS11HP

Unmanaged Industrial Ethernet PoE Switch
Model

Picture

110/100/1000 Base-T(X) Port and
4*10/100/1000 Base-T(X) PoE/PoE+ Port

NO

8*10/100/1000 Base-T(X) PoE/PoE+ Port

KM-IGO8HP

14G 20G

120W

6KV

NO

240W

6KV

NO NO

130*94*35mm 158*118*42mm

KM-IG05HP

Ethernet Port

Exchange Capacity

Optical Fiber Port

MAX PoE Power

Surge Protection

Dimension

Optional Connector
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Unmanaged Industrial Ethernet PoE Switch
Model

Picture

KM-IGS14HP KM-IGS18HP

1*1000 Base-FX SFP Port

6G 14G

60W

6KV

1*1000 Base-FX SFP Port

2*10/10/1000 Base-T(X) PoE/PoE+ Port 4*10/100/10 Base-T(X) PoE/PoE+ Port

120W

6KV

20G

1*1000 Base-FX SFP Port

8*10/100/100 Base-T(X) PoE/PoE+ Port

240W

6KV

LC/SC/ST/FC LC/SC/ST/FC LC/SC/ST/FC

130*94*35mm 130*94*35mm 158*118*42mm

KM-IGS12HP

Ethernet Port

Exchange Capacity

Optical Fiber Port

MAX PoE Power

Surge Protection

Dimension

Optional Connector

2*1000 Base-FX SFP Port

2*10/100/1000 Base-T(X) PoE/PoE+ Port

8G

60W

6KV

LC/SC/ST/FC

130*94*35mm

KM-IGS22HP
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KM-IGS48HP

24G

4*1000 Base-FX SFP Port

8*10/100/1000 Base-T(X) PoE/PoE+ Port

240W

6KV

LC/SC/ST/FC

181*146*47mm

Unmanaged Industrial Ethernet Switch
Model

Picture

4*10/100/1000 Base-T(X) PoE/PoE+ Port

2*1000 Base-FX SFP Port

8*10/100/1000 Base-T(X) PoE/PoE+Port

KM-IGS28HP

14G 20G

120W

6KV

2*1000 Base-FX SFP Port

240W

6KV

LC/SC/ST/FC LC/SC/ST/FC

130*94*35mm 158*118*42mm

KM-IGS24HP

Ethernet Port

Exchange Capacity

Optical Fiber Port

MAX PoE Power

Surge Protection

Dimension

Optional Connector



NO

8*1G/10G Base-FX SFP+ Port

160G

NO

6KV

DC 10 ~ 55V

181*146*47mm

KM-MIWSO8H
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Managed Industrial Ethernet Switch
Model

Picture

KM-MIGS216H KM-MIGS48H

2*1000 Base-FX SFP Port

40G 52G

NO

6KV

2*1000 Base-FX SFP Port

8*10/100/1000 Base-T(X) Port 16*10/100/1000 Base-T(X) Port

NO

6KV

40G

4*1000 Base-FX SFP Port

8*10/100/1000 Base-T(X) Port

NO

6KV

DC 10 ~ 55V DC 10 ~ 55V DC 10 ~ 55V

158*118*42mm 181*146*47mm 181*146*47mm

KM-MIGS28H

Ethernet Port

Exchange Capacity

Optical Fiber Port

MAX PoE Power

Surge Protection

Dimension

Input Voltage

8*1000 Base-FX SFP Port

8*10/100/1000 Base-T(X) Port

40G

NO

6KV

DC 10 ~ 55V

181*146*47mm

KM-MIGS808H
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KM-MIWS4GO8H

64G

4*1G/10G Base-FX SFP+ Port

8*10/100/1000 Base-T(X) Port

NO

6KV

DC 10 ~ 55V

181*146*47mm

Managed Industrial Ethernet Switch
Model

Picture

8*10/100/1000 Base-T(X) Port

2*1G/10G Base-FX SFP+ Port

8*10/100/1000 Base-T(X) Port

KM-MIWS2G48H

64G 64G

NO

6KV

2*1G/10G SFP+ Port and
4*1000Base-X SFP Port

NO

6KV

DC 10 ~ 55V DC 10 ~ 55V

181*146*47mm 181*146*47mm

KM-MIWS28H

Ethernet Port

Exchange Capacity

Optical Fiber Port

MAX PoE Power

Surge Protection

Dimension

Input Voltage

Managed Industrial Ethernet Switch
• SupportG.8032(ERPS), IEEE802.3, IEEE802.3U, IEEE802.3z, IEEE802.3x, IEEE802.3ad, 

IEEE802.3ab, IEEE802.1P, IEEE802.1x, IEEE802.1Q, IGMPSnooping, IPv4/lPv6 precedence.

• SupportCLl, SNMP, WEB management, Console/Telnetcommand-line management and 

syslog, usingself-developedringnetwork technology, recovery time<20ms.

• Industrial grade 4 design, -40 ~ +85°C operating temperature

• lP40 rated aluminum alloy housing,19 inch rack mounted

• Optional Connector: LC/SC/ST/FC

Managed Industrial Ethernet Switch
Model

Picture

8*10/100/1000 Base-T(X) Port

KM-MIGSO8H-WEB

8*10/100/1000 Base-T(X) Port

KM-MIGS28H-WEB

24*10/100/1000 Base-T(X) Port

6*1/10G Base-FXSFP Port and
8 1000Base-XSFP Slot2*1G Base-FX SFP Port

4*10/100/1000 Base-T(x) Port

12G 20G

NO

6KV

NO

NO

8KV

20G

2*1G Base-FX SFP Port

NO

8KV

256G

NO

8KV

DC 10 ~ 55V DC 10 ~ 55V DC 10 ~ 55V DC 37 ~ 75V

130*94*35mm 158*118*24mm 158*118*24mm 485*250*44.5mm

KM-MIWS6GS8024HKM-MIGS24H-WEB

Ethernet Port

Exchange Capacity

Optical Fiber Port

MAX PoE Power

Surge Protection

Dimension

Input Voltage
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Managed Industrial Ethernet Switch
Model

Picture

KM-MIWS6GS2424H KM-MIWS6G048H

6*1G/10G Base-FX SFP+ Port and
8*1000 Base-FX SFP Port

360G 360G

NO

6KV

6*1G/10G Base-FX SFP+ Port and
24*1000 Base-FX SFP Port

24*10/100/1000 Base-T(X) Port 24*10/100/1000 Base-T(X) Port

NO

6KV

360G

6*1G/10G Base-FX SFP+ Port

48*10/100/1000 Base-T(X) Port

NO

6KV

DC 10 ~ 55V DC 10 ~ 55V DC 10 ~ 55V

440*250*44.5mm 442*278*45mm 442*278*45mm

KM-MIWS6GS8024H

Ethernet Port

Exchange Capacity

Optical Fiber Port

MAX PoE Power

Surge Protection

Dimension

Input Voltage

4*1G/10G Base-FX SFP+ Port

16*10/100/1000 Base-T(X) Port

96G

NO

6KV

DC 10 ~ 55V

142*160*88mm

KM-MIWS4G016H
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KM-MIW4G024H

4*1G/10G Base-FX SFP+ Port and
24*1000 Base-FX SFP Port

8*10/100/1000 Base-T(X) Port

128G

4*1G/10G Base-FX SFP+ Port

NO

6KV

160G

NO

6KV

DC 10 ~ 55V DC 10 ~ 55V

440*250*44.5mm 440*250*44.5mm

KM-MIWS4GS2408H

Managed Industrial Ethernet Switch
Model

Picture

12*100/1000 Base-FX SFP Port

24*10/100/1000 Base-T(X)Port12*10/100/1000 Base-T(X) Port 24*10/100/1000 Base-T(X) Port

KM-MIGS4024H

128G 128G

NO

6KV

4*1000 Base-FX SFP Port

NO

6KV

DC 10 ~ 55V DC 10 ~ 55V

440*250*44.5mm 440*250*44.5mm

KM-MIGS1212H

Ethernet Port

Exchange Capacity

Optical Fiber Port

MAX PoE Power

Surge Protection

Dimension

Input Voltage

24*100/1000Base-X SFP Port and
6*1G/10G Base-X SFP Port

8*10/100/1000 Base-T(X)Port

216G

240W

6KV

DC 48 ~ 55V

440*250*44.5mm

KM-MIW6G2408H

Managed Industrial Ethernet PoE Switch
• SupportG.8032(ERPS), EEE802.3, IEEE802.3U, IEEE802.3zIEEE802.3x, IEEE802.3ad, 

IEEE802.3ab, IEEE802.1P, IEEE802.1x, IEEE802.1Q, IGMPSnooping, IPv4/lPv6 precedence.

• Support CLl, SNMP, WEB management, Console/Telnetcommand-line managementand 

syslog, using self-developed ring network technology, recovery time<20ms.

• Support IEEE802.3, IEEE802.3U, IEEE802.3x, IEEE802.3af/at

• Industrial chip design, 15kV ESD protection, 8kV surge protection.

• Redundancy power supply,reverse polarity protection.

• Working Temperature: -40°C ~ +85°C

• Optional Connector: LC/SC/ST/FC

Managed Industrial Ethernet PoE Switch
Model

Picture

8*10/100/10 Base-T(X) POE/POE+ Port

KM-MIGS48PH

8*10/100/100 Base-T(X) PoE/PoE+ Port 

KM-MIGS808HP

8*10/10/1000 Base-T(X) PoE/PoE+ Port

2*1000 Base-FX SFP Port

8*10/100/1000 Base-T(X) PoE/PoE+ Port

40G 40G

240W

6KV

4*1000 Base-FX SFP Port

240W

6KV

40G

8*1000 Base-FX SFP Port

240W

6KV

64G

2*1G/10G Base-FX SFP+ Port

240W

6KV

DC 48 ~ 55V DC 48 ~ 55V DC 48 ~ 55V DC 48 ~ 55V

158*118*42mm 181*146*47mm 181*146*47mm 181*146*47mm

KM-MIWS28HPKM-MIGS28HP

Ethernet Port

Exchange Capacity

Optical Fiber Port

MAX PoE Power

Surge Protection

Dimension

Input Voltage
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KM-MIGS1212HP

24*10/100/000Base-T(X) PoE/PoE+ Port

128G

12*100/1000 Base-FX SFP Port

360W

6KV

128G

4*1000 Base-FX SFP Port

720W

6KV

DC 48 ~ 55V DC 48 ~ 55V

440*250*44.5mm 440*250*44.5mm

KM-MIGS4024HP

Managed Industrial Ethernet Poe Switch
Model

Picture

2*1G/10G SFP+ Port and
4*1000 Base-X SFP Port

12*10/100/1000 Base-T(X) PoE/PoE+ Port8*10/100/1000 Base-T(X) PoE/PoE+ Port 8*10/100/100 Base-T(X) PoE/PoE+ Port

KM-MIWS4GO8HP

64G 64G

240W

6KV

4*1G/10G Base-FX SFP+ Port

240W

6KV

DC 48 ~ 55V DC 48 ~ 55V

181*146*47mm 181*146*47mm

KM-MIWS2G48HP

Ethernet Port

Exchange Capacity

Optical Fiber Port

MAX PoE Power

Surge Protection

Dimension

Input Voltage

Managed Industrial Ethernet PoE Switch
Model

Picture

6*1G/10G Base-FX SFP+ Port and 24*1000 Base-FX SFP Port

24*10/100/1000 Base-T(X) POE/POE+ Port

360G

720W

6KV

DC 48 ~ 55V

442*278*45mm

KM-MIWS6GS2424HP

Ethernet Port

Exchange Capacity

Optical Fiber Port

MAX PoE Power

Surge Protection

Dimension

Input Voltage

Managed Industrial Ethernet Poe Switch
Model

Picture

KM-MIGSO8HP-WEB KM-MIGS28HP-WEB

2*1G Base-FX SFP Port

12G 20G

120W

6KV

NO

4*10/100/1000 Base-T(X) PoE/PoE+ Port 8*10/100/1000 Base-T(X) PoE/PoE+ Port

240W

8KV

20G

2*1G Base-FX SFP Port

8*10/100/1000 Base-T(X) PoE/PoE+ Port

240W

8KV

DC 48 ~ 52V DC 48 ~ 52V DC 48 ~ 52V

130*94*35mm 158*118*24mm 158*118*24mm

KM-MIGS24HP-WEB

Ethernet Port

Exchange Capacity

Optical Fiber Port

MAX PoE Power

Surge Protection

Dimension

Input Voltage

6*1G/10G Base-FX SFP+ Port

48*10/100/1000 Base-T(X) PoE/PoE+ Port

360G

1440W

6KV

DC 48 ~ 52V

442*278*45mm

KM-MIWS6G048HP

8*10/100/1000 Base-T(X) POE/POE+ Port

24*100/1000 Base-X SFP Port and
6*1G/10G Base-X SFP Port

216G

240W

6KV

DC 48 ~ 55V

440*250*44.5mm

KM-MIW6G2408HKM-MIWS6GS8024HP

360G

6*1G/10G Base-FX SFP+ Port and
8*1000 Base-FX SFP Port

24*10/100/1000 Base-T(X) POE/POE+ Port

720W

6KV

DC 48 ~ 55V

440*250*44.5mm

Managed Industrial Ethernet Poe Switch
Model

Picture

24*10/100/1000 Base-T(X) POE/POE+ Port

4*1G/10G Base-FX SFP+ Port

8*10/10/1000 Base-T(X) POE/POE+ Port

KM-MIWS4GS2408HP

128G 160G

720W

6KV

4*1G/10G Base-FX SFP+ Port and
24*1000 Base-FX SFP Port

240W

6KV

DC 48 ~ 55V DC 48 ~ 55V

440*250*44.5mm 440*250*44.5mm

KM-MIW4G024HP

Ethernet Port

Exchange Capacity

Optical Fiber Port

MAX PoE Power

Surge Protection

Dimension

Input Voltage
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Power supply
Model

KM-2436

KM-5265

52V

52V

52V

24V

1.25A

1.5A

2.3A

24V 1A

48V

48V

4.62A

1.25A

2.5A

48V 5A

48V 10A

65W

36W

120W

20W

240W

60W

120W

240W

480W

PoE Power Adapter compatible with POE switch below 4 ports

Power Adapter

PoE Power Adapter compatible with POE switch below 8 ports

Industrial Din-Rail Power Supply

PoE Power Adapter compatible with POE switch below 16 ports

PoE Industrial Din-Rail Power Supply compatible with PoE switch below 4 ports

PoE Industrial Din-Rail Power Supply compatible with PoE switch below 8 ports

PoE Industrial Din-Rail Power Supply compatible with PoE switch below 16 ports

PoE Industrial Din-Rail Power Supply compatible with PoE switch below 24 ports

KM-52120

KM-20-24

KM-52240

KM-60-48

KM-120-48

KM-480-48

KM-240-48
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800G OSFP 2xSR4
Feature
• Up to 106.25Gbps data rate per channel by PAM4 modulation
• Integrated 850nm VCSEL array and PD array
• Support 800GAUI-8 electrical interface
• Single +3.3V power supply
• Hot-pluggable

Application
• Data Centers and Cloud Networks
• Enterprise Networking
• 800G Ethernet

800G OSFP DR8
Feature
• Up to 106.25Gbps data rate per channel by PAM4 modulation
• Compliant with lEEE P802.3ck, IEEE 802.3cu
• Support 800GAUI-8 electrical interface
• Single +3.3V power supply
• Hot-pluggable

Application
• Data Centers and Cloud Networks
• Enterprise Networking
• 800G Ethernet

Form Factor

OSFP800 KM-OEOP-2SR4-CMA 800Gb/s 100m

Data Rate Reach

850nm VCSEL

Transmitter Type

PIN

Receiver

Dual MPO-12

Connector

-4.6(Min.) / 4(Max.)

Tx Power(dBm)

-6.4(Min.) / 4(Max.)

Rx Power(dBm)

0 ~ 70°C

Temperature

14W

Power ConsumptionPart No.

800G OSFP 2xFR4
Feature
• Up to 106.25Gbps data rate per channel by PAM4 modulation
• Compliant with lEEE P802.3ck, IEEE 802.3cu
• Support 800GAUI-8 electrical interface
• Single +3.3V power supply
• Hot-pluggable

Application
• Data Centers and Cloud Networks
• Enterprise Networking
• 800G Ethernet

Form Factor

OSFP800 KM-OEOP-DR8-CMA 800Gb/s 500m

Data Rate Reach

1310nm VCSEL

Transmitter Type

PIN

Receiver

Dual MPO-12

Connector

-2.9(Min.) / 4(Max.)

Tx Power(dBm)

-5.9(Min.) / 4(Max.)

Rx Power(dBm)

0 ~ 70°C

Temperature

16W

Power ConsumptionPart No.

Form Factor

OSFP800 KM-OEOP-2FR4-CLA 800Gb/s 2km

Data Rate Reach

EML CWDM

Transmitter Type

PIN

Receiver

Dual Duplex LC

Connector

-3.2(Min.) / 4.4(Max.)

Tx Power(dBm)

-7.2(Min.) / 4.4(Max.)

Rx Power(dBm)

0 ~ 70°C

Temperature

16W

Power ConsumptionPart No.
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400G QSFP-DD SR8
Feature
• Up to 53.125Gbps data rate per channel by PAM4 modulation
• Integrated 850nm VCSEL array and PD array
• Compliant with QSFP-DD MSA CMIS Rev4.0
• Compliant with lEEE P802.3ck
• Support 400GAUI-8 electrical interface
• Single +3.3V power supply

Application
• Data Centers and Cloud Networks
• Enterprise Networking
• 400GE Interconnect Requirements

400G QSFP-DD DR4
Feature
• Up to 53.125Gbps data rate per channel by PAM4 modulation
• Compliant with lEEE Std 802.3bs
• Compliant with QSFP-DD MSA CMIS Rev4.0
• Support 400GAUI-8 electrical interface
• Single +3.3V power supply

Application
• Data Centers and Cloud Networks
• Enterprise Networking
• 400GE Interconnect Requirements

Form Factor

QSFP-DD KM-QEQP-SR8-CMA 400Gb/s 100m

Data Rate Reach

850nm VCSEL

Transmitter Type

PIN

Receiver

MPO-16

Connector

-6.5(Min.) / 4(Max.)

Tx Power(dBm)

-8.4(Min.) / 4(Max.)

Rx Power(dBm)

0 ~ 70°C

Temperature

8W

Power ConsumptionPart No.

400G QSFP-DD FR4
Feature
• Up to 53.125Gbps data rate per channel by PAM4 modulation
• Compliant with lEEE Std 802.3cd
• Compliant with QSFP-DD MSA CMIS Rev4.0
• Support 400GAUI-8 electrical interface
• Single +3.3V power supply

Application
• Data Centers and Cloud Networks
• Enterprise Networking
• 400GE Interconnect Requirements

Form Factor

QSFP-DD KM-QEQP-DR4-CMA 400Gb/s 500m

Data Rate Reach

1310nm EML

Transmitter Type

PIN

Receiver

MPO-12

Connector

-2.9(Min.) / 4(Max.)

Tx Power(dBm)

-5.9(Min.) / 4(Max.)

Rx Power(dBm)

0 ~ 70°C

Temperature

10W

Power ConsumptionPart No.

Form Factor

QSFP-DD KM-QEQP-FR4-CMA 400Gb/s 2km

Data Rate Reach

EML CWDM

Transmitter Type

PIN

Receiver

Duplex LC

Connector

-3.2(Min.) / 4(Max.)

Tx Power(dBm)

-7.3(Min.) / 3.5(Max.)

Rx Power(dBm)

0 ~ 70°C

Temperature

16W

Power ConsumptionPart No.

800G QSFP-DD SR8
Feature
• Up to 106.25 Gbps data rate per channel by PAM4 modulation
• Integrated 850nm VCSEL array and PD array
• Compliant with lEEE P802.3ck, IEEE 802.3db
• Hot-pluggable OSFP-DD MSA Compliant
• Single +3.3V power supply

Application
• Data Centers and Cloud Networks
• Enterprise Networking
• 800G Ethernet

800G QSFP-DD DR8
Feature
• Up to 106.25Gbps data rate per channel by PAM4 modulation
• Compliant with lEEE P802.3ck, IEEE 802.3cu
• Support 800GAUI-8 electrical interface
• Single +3.3V power supply
• Hot-pluggable

Application
• Data Centers and Cloud Networks
• Enterprise Networking
• 800G Ethernet

Form Factor

OSFP-DD800 KM-OEQD-SR8-CMA 800Gb/s 500m

Data Rate Reach

850nm VCSEL

Transmitter Type

PIN

Receiver

MPO-16

Connector

-4.6(Min.) / 4(Max.)

Tx Power(dBm)

-6.4(Min.) / 4(Max.)

Rx Power(dBm)

0 ~ 70°C

Temperature

14W

Power ConsumptionPart No.

800G QSFP-DD 2xFR4
Feature
• Up to 106.25Gbps data rate per channel by PAM4 modulation
• Compliant with lEEE P802.3ck, IEEE 802.3cu, QSFP-DD MSA
• Support 2X400GAUI-4 electrical interface
• Single +3.3V power supply
• Hot-pluggable

Application
• Data Centers and Cloud Networks
• Enterprise Networking
• 800G Ethernet

Form Factor

OSFP-DD800 KM-OEQD-DR8-CMA 800Gb/s 500m

Data Rate Reach

1310nm VCSEL

Transmitter Type

PIN

Receiver

MPO-16

Connector

-2.9(Min.) / 4(Max.)

Tx Power(dBm)

-5.9(Min.) / 4(Max.)

Rx Power(dBm)

0 ~ 70°C

Temperature

14.5W

Power ConsumptionPart No.

Form Factor

QSFP-DD800 KM-OEQD-2FR4-CCA 800Gb/s 2km

Data Rate Reach

EML CWDM

Transmitter Type

PIN

Receiver

Dual CS Receptacles

Connector

-3.2(Min.) / 4.4(Max.)

Tx Power(dBm)

-7.2(Min.) / 4.4(Max.)

Rx Power(dBm)

0 ~ 70°C

Temperature

14.5W

Power ConsumptionPart No.
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400G QSFP112 FR4
Feature
• 4x106.25Gb/s electrical interface (400GAUI-4)
• Up to transmission over SMF
• Compliant with QSFP112 MSA V2.0, CMIS Rev5.1
• 100G Lambda MSA 400G-FR4 Speci�cation
• Single +3.3V power supply

Application
• Data Centers and Cloud Networks
• Enterprise Networking
• 400GE Interconnect Requirements

400G QSFP112 LR4
Feature
• 4x106.25Gb/s electrical interface (400GAUI-4)
• Up to transmission over SMF
• Compliant with QSFP112 MSA V2.0, CMIS Rev5.0
• 4CWDM lanes MUX/DEMUX design
• Single +3.3V power supply

Application
• Data Centers and Cloud Networks
• Enterprise Networking
• 400GE Interconnect Requirements

Form Factor

QSFP112 KM-QEQ6-FR4-CLA 400Gb/s 2km

Data Rate Reach

EML CWDM

Transmitter Type

PIN

Receiver

Duplex LC

Connector

-3.2(Min.) / 4.4(Max.)

Tx Power(dBm)

-7.3(Min.) / 3.5(Max.)

Rx Power(dBm)

0 ~ 70°C

Temperature

10W

Power ConsumptionPart No.

400G OSFP SR4
Feature
• 4x106.25Gb/s electrical interface (400GAUI-4)
• Up to transmission over SMF
• Compliant with OSFP MSA V2.0, CMIS Rev4.0
• Compliant with lEEE 802.3ck Equation(120G-1)
• Single +3.3V power supply

Application
• Data Centers and Cloud Networks
• Enterprise Networking
• 400GE Interconnect Requirements

Form Factor

QSFP112 KM-QEOP-LR4-CLA 400Gb/s 10km

Data Rate Reach

EML CWDM

Transmitter Type

PIN

Receiver

Duplex LC

Connector

-2.7(Min.) / 5.1(Max.)

Tx Power(dBm)

-9(Min.) / 5.1(Max.)

Rx Power(dBm)

0 ~ 70°C

Temperature

10W

Power ConsumptionPart No.

Form Factor

OSFP KM-QEOP-SR4-CMA 400Gb/s 100m

Data Rate Reach

850nm VCSEL

Transmitter Type

PIN

Receiver

MPO-12

Connector

-4.6(Min.) / 4(Max.)

Tx Power(dBm)

-6.4(Min.) / 3.5(Max.)

Rx Power(dBm)

0 ~ 70°C

Temperature

8W

Power ConsumptionPart No.

400G QSFP-DD LR4
Feature
• 8x53.125Gb/s electrical interface (400GAUI-8)
• Compliant with lEEE Std 802.3bs
• Compliant with QSFP-DD MSA CMIS Rev4.0
• Cooled EML laser with CWDM wavelength
• Single +3.3V power supply

Application
• Data Centers and Cloud Networks
• Enterprise Networking
• 400GE Interconnect Requirements

400G QSFP112 SR4
Feature
• 4x106.25Gb/s electrical interface (400GAUI-8)
• Up to 100m transmission with OM4 MMF
• Compliant with QSFP112 MSA V2.0, CMIS Rev5.0
• Compliant with lEEE 802.3db 400G BASE-SR4 Speci�cation
• Single +3.3V power supply

Application
• Data Centers and Cloud Networks
• Enterprise Networking
• 400GE Interconnect Requirements

Form Factor

QSFP-DD800 KM-QEQD-LR4-CLA 400Gb/s 10km

Data Rate Reach

EML CWDM

Transmitter Type

PIN

Receiver

Duplex LC

Connector

-2.7(Min.) / 5.1(Max.)

Tx Power(dBm)

-9(Min.) / 5.1(Max.)

Rx Power(dBm)

0 ~ 70°C

Temperature

14W

Power ConsumptionPart No.

400G QSFP112 DR4
Feature
• 4x106.25Gb/s electrical interface (400GAUI-8)
• Up to 500m transmission on single mode �ber(SMF) with FEC
• Compliant with QSFP112 MSA V2.0, CMIS Rev5.1
• Compliant with lEEE Std 802.3ck, IEEE Std 802.3bs
• Single +3.3V power supply

Application
• Data Centers and Cloud Networks
• Enterprise Networking
• 400GE Interconnect Requirements

Form Factor

QSFP112 KM-QEQ6-SR4-CMA 400Gb/s 100m

Data Rate Reach

850nm VCSEL

Transmitter Type

PIN

Receiver

MPO-12

Connector

-4.6(Min.) / 4(Max.)

Tx Power(dBm)

-6.4(Min.) / 4(Max.)

Rx Power(dBm)

0 ~ 70°C

Temperature

7.5W

Power ConsumptionPart No.

Form Factor

QSFP112 KM-QEQ6-DR4-CMA 400Gb/s 500m

Data Rate Reach

1310nm EML

Transmitter Type

PIN

Receiver

MPO-12

Connector

-2.9(Min.) / 4.4(Max.)

Tx Power(dBm)

-5.9(Min.) / 4.4(Max.)

Rx Power(dBm)

0 ~ 70°C

Temperature

10W

Power ConsumptionPart No.
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200G QSFP56 AOC
Feature
• Up to 50Gbps data rate per channel by PAM4 modulation
• Support 200GAU1-4 electrical interface
• Integrated 850m VCSEL array and PD array
• Hot-pluggable OSFP form factor
• Single +3.3V power supply

Application
• Data Centers and Cloud Networks
• 200G Interconnect Requirements

400G QSFP-DD AOC
Feature
• Up to 53.125Gbps data rate per channel by PAM4 modulation
• Support 400G AU-8 electrical interface
• Integrated 850nm VCSEL array and PD array. 
• Hot-pluggable OSFP-DD form factor
• Single +3.3V power supply

Application
• Data Centers and Cloud Networks
• Enterprise Networking
• 400GE Interconnect Requirements

Form Factor

QSFP56 KM-DEQ5-SR4-CAA 200Gb/s 0.5 ~ 100m

Data Rate Reach

850nm VCSEL

Transmitter Type

PIN

Receiver

/

Connector

/

Tx Power(dBm)

/

Rx Power(dBm)

0 ~ 70°C

Temperature

4W

Power ConsumptionPart No.

800G QSFP-DD AOC
Feature
• Up to106.25 Gbps data rate per channel by PAM4 modulation
• Support 800GAUI-8 electrical interface
• Integrated 850nm VCSEL array and PD array
• Hot Pluggable OSFP-DD MSA Compliant
• Single +3.3V power supply

Application
• Data Centers and Cloud Networks
• Enterprise Networking
• 800G Ethernet

Form Factor

QSFP-DD KM-QEQD-SR8-CAA 400Gb/s 0.5 ~ 100m

Data Rate Reach

850nm VCSEL

Transmitter Type

PIN

Receiver

/

Connector

/

Tx Power(dBm)

/

Rx Power(dBm)

0 ~ 70°C

Temperature

8W

Power ConsumptionPart No.

Form Factor

OSFP-DD800 KM-QEQD-SR8-CAA 800Gb/s 0.5 ~ 100m

Data Rate Reach

850nm VCSEL

Transmitter Type

PIN

Receiver

/

Connector

/

Tx Power(dBm)

/

Rx Power(dBm)

0 ~ 70°C

Temperature

14W

Power ConsumptionPart No.

400G QSFP-DD SR4
Feature
• 8 channels of 50Gb/s (PAMM4) electrical
• 4 channels of 100Gb/s parallel optical
• Up to 100m transmission with OM4 MMF
• Compliant with OSFP112 MSA V2.0,CMIS Rev5.1
• Compliant with IEEE 802.3db 400GBASE-SR4 Specifcation
• Single +3.3V power supply

Application
• Data Centers and Cloud Networks
• Enterprise Networking
• 400GE Interconnect Requirements

200G QSFP56 SR4
Feature
• 4x53.125Gb/s electricalinterface (200GAU-4)
• Compliant with 200G-SR4 optical speci�cations
• Compliant with OSFP56 MSA CMIS4.0 or SFF8636
• Compliant with IEEE 802.3cd, SFF 8679
• Single +3.3V power supply

Application
• Data Centers and Cloud Networks
• 200G Interconnect Requirements

Form Factor

QSFP-DD KM-QEQD-SR4-CMA 400Gb/s 100m

Data Rate Reach

850nm VCSEL

Transmitter Type

PIN

Receiver

MPO-12

Connector

-4.6(Min.) / 4(Max.)

Tx Power(dBm)

-6.4(Min.) / 4(Max.)

Rx Power(dBm)

0 ~ 70°C

Temperature

8W

Power ConsumptionPart No.

200G QSFP28-DD SR8
Feature
• Up to 25.78Gbps data rate per channel by NRZ modulation
• Support 200G AUI-8 electrical interface
• Compliant with OSFP-DD MSA CMIS4.0 compliant
• Compliant with IEEE 802.3bm
• Single +3.3V power supply

Application
• Data Centers and Cloud Networks
• 200G Interconnect Requirements

Form Factor

QSFP56 KM-QEQ5-SR4-CMA 200Gb/s 100m

Data Rate Reach

850nm VCSEL

Transmitter Type

PIN

Receiver

MPO-12

Connector

-6.5(Min.) / 4(Max.)

Tx Power(dBm)

-8.4(Min.) / 4(Max.)

Rx Power(dBm)

0 ~ 70°C

Temperature

4W

Power ConsumptionPart No.

Form Factor

QSFP28-DD KM-QEQD-SR8-CMA 200Gb/s 100m

Data Rate Reach

850nm VCSEL

Transmitter Type

PIN

Receiver

MPO-12

Connector

-8.4(Min.) / 2.4(Max.)

Tx Power(dBm)

-10.3(Min.) / 2.4(Max.)

Rx Power(dBm)

0 ~ 70°C

Temperature

4W

Power ConsumptionPart No.
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Form Factor

OSFP800

QSFP-DD800

QSFP-DD

QSFP-DD800

OSFP

OSFP-DD

QSFP56

QSFP28-DD

QSFP56

QSFP-DD

QSFP-DD800

2xSR4

DR8

2xFR4

SR8

DR8

2xFR4

SR8

DR4

FR4

LR4

SR4

DR4

FR4

LR4

SR4

SR4

SR4

SR8

AOC

AOC

AOC

KM-OEOP-2SR4-CMA

KM-OEOP-DR8-CMA

KM-OEOP-2FR4-CLA

KM-OEQD-SR8-CMA

KM-OEQD-DR8-CMA

KM-OEQD-2FR4-CCA

KM-QEQD-SR8-CMA

KM-QEQD-DR4-CMA

KM-QEQD-FR4-CLA

KM-QEQD-LR4-CLA

KM-QEQ6-SR4-CMA

KM-QEQ6-DR4-CMA

KM-QEQ6-FR4-CLA

KM-QEQ6-LR4-CLA

KM-QEOP-SR4-CMA

KM-QEQD-SR8-CMA

KM-DEQ5-SR4-CMA

KM-DEQD-SR8-CMA

KM-DEQ5-SR4-CAA

KM-QEQD-SR8-CAA

KM-OEQD-SR8-CAA

800Gb/s

800Gb/s

800Gb/s

800Gb/s

800Gb/s

800Gb/s

400Gb/s

400Gb/s

400Gb/s

400Gb/s

400Gb/s

400Gb/s

400Gb/s

400Gb/s

400Gb/s

400Gb/s

200Gb/s

200Gb/s

200Gb/s

400Gb/s

800Gb/s

100m

100m

100m

100m

100m

10km

2km

0.5 ~ 100m

0.5 ~ 100m

0.5 ~ 100m

2km

500m

100m

2km

500m

2km

500m

100m

500m

100m

10km

Data Rate Reach

850nm VCSEL

850nm VCSEL

1310nm EML

EML CWDM

1310nm EML

1310nm EML

EML CWDM

850nm VCSEL

EML CWDM

EML CWDM

1310nm EML

850nm VCSEL

EML CWDM

EML CWDM

850nm VCSEL

850nm VCSEL

850nm VCSEL

850nm VCSEL

850nm VCSEL

850nm VCSEL

850nm VCSEL

Transmitter Type

PIN

PIN

PIN

PIN

PIN

PIN

PIN

PIN

PIN

PIN

PIN

PIN

PIN

PIN

PIN

PIN

PIN

PIN

PIN

PIN

PIN

Receiver

Dual MPO-12

MPO-16

MPO-16

MPO-16

MPO-12

Dual MPO-12

Dual Duplex LC

Dual CS Receptacles

Duplex LC

MPO-12

Duplex LC

MPO-12

MPO-12

MPO-12

MPO-16

/

/

/

Duplex LC

MPO-12

Duplex LC

Connector

-4.6(Min.) / 4(Max.)

Tx Power(dBm)

-6.4(Min.) / 4(Max.)

-2.9(Min.) / 4(Max.) -5.9(Min.) / 4(Max.)

-3.2(Min.) / 4.4(Max.) -7.2(Min.) / 4.4(Max.)

-4.6(Min.) / 4(Max.) -6.4(Min.) / 4(Max.)

-2.9(Min.) / 4(Max.) -5.9(Min.) / 4(Max.)

-3.2(Min.) / 4.4(Max.) -7.2(Min.) / 4.4(Max.)

-6.5(Min.) / 4(Max.) -8.4(Min.) / 4(Max.)

-2.9(Min.) / 4(Max.) -5.9(Min.) / 4(Max.)

-3.2(Min.) / 4.4(Max.) -8.4(Min.) / 3.5(Max.)

-2.7(Min.) / 5.1(Max.) -9(Min.) / 5.1(Max.)

-4.6(Min.) / 4(Max.) -6.4(Min.) / 4(Max.)

-2.9(Min.) / 4(Max.) -5.9(Min.) / 4(Max.)

-3.2(Min.) / 4.4(Max.) -7.2(Min.) / 4.4(Max.)

-2.7(Min.) / 5.1(Max.) -9(Min.) / 5.1(Max.)

-4.6(Min.) / 4(Max.) -6.4(Min.) / 4(Max.)

-4.6(Min.) / 4(Max.) -6.4(Min.) / 4(Max.)

-6.5(Min.) / 4(Max.) -8.4(Min.) / 4(Max.)

-8.4(Min.) / 2.4(Max.) -10.3(Min.) / 2.4(Max.)

/ /

/ /

/ /

Rx Power(dBm)

0 ~ 70°C

0 ~ 70°C

0 ~ 70°C

0 ~ 70°C

0 ~ 70°C

0 ~ 70°C

0 ~ 70°C

0 ~ 70°C

0 ~ 70°C

0 ~ 70°C

0 ~ 70°C

0 ~ 70°C

0 ~ 70°C

0 ~ 70°C

0 ~ 70°C

0 ~ 70°C

0 ~ 70°C

0 ~ 70°C

0 ~ 70°C

0 ~ 70°C

0 ~ 70°C

16W

16W

14W

14.5W

14.5W

8W

10W

10W

10W

7.5W

10W

10W

10W

8W

8W

4W

4W

4W

8W

8W

Temperature

14W

Power ConsumptionPart No.

40GBASE QSFP Module
Feature
• 3.3V single power supply
• 1.25G ~ 10G data link
• Hot-pluggable OSFP+ package
• MPO/Dual LC connector
• Vcsel/DFB laser-PIN PD detector
• Multiple Reach 100m~10km
• Digtal Diagnostic Monitoring Interface

Application
• 40GBASE Ethernet
• Datacenter and Server Links
• 40G Fan-out to 4*10G
• Other optical links

Form Factor

QSFP+ KM-QXQ1-SR4-* 10G*4

Data Rate

MMF

Transmitter TypeFiber Type

850*4

Center Wavelength

PIN

Receiver Type

0 ~ 70°C,-40 ~ 85°C

Temperature

DDMI

Digtal Monitoring

100m

QSFP+ KM-QXQ1-CW4-* 10G*4 MMF 85/88/91/94 PIN 0 ~ 70°C,-40 ~ 85°C DDMI100m

QSFP+ KM-QXQ1-LR4-* 10G*4 SMF

MPO-12

Optical Interface

Dual LC

MPO-12 1310

VCSEL

VCSEL

DFB PIN 0 ~ 70°C,-40 ~ 85°C DDMI10km

QSFP+ KM-QXQ1-LR4-* 10G*4 SMFDual LC 27/29/31/33DFB PIN 0 ~ 70°C,-40 ~ 85°C DDMI10km

ReachPart No.

100GBASE QSFP Module
Feature
• 3.3V single power supply
• Up to 25.78125G data link
• Hot-pluggable OSFP28 package
• MPO/Dual LC connector
• Vcsel/DFB laser-PIN PD detector
• Multiple Reach 100m~10km
• Digtal Diagnostic Monitoring Interface
• Dual CDR for transmitter and receiver

Application
• 100GBASE Ethernet
• Datacenter and Server Links
• In�niband EDR/FDR/ODR
• Other optical links

Form Factor

QSFP28 SKM-CEQ2-SR4-* 25G*4

Data Rate

MMF

Transmitter TypeFiber Type

850*4

Center Wavelength

PIN

Receiver Type

0 ~ 70°C, -40 ~ 85°C

Temperature

DDMI

Digtal Monitoring

100m

QSFP28 KM-CEQ2-CW4-* 25G*4 SMF 27/29/31/33 PIN 0 ~ 70°C, -40 ~ 85°C DDMI2km

QSFP28 KM-CEQ2-LR4-* 25G*4 SMF

MPO

Optical Interface

Dual LC

Dual LC 27/29/31/33

VCSEL

DFB

DFB PIN 0 ~ 70°C, -40 ~ 85°C DDMI10km

ReachPart No.
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125M 1*9 Transceiver Module
Feature
• 3.3V single power supply
• 125M/155M/200M datalink
• 1*9 package
• Dual/Single SC connector
• FP laser-PIN PD detector
• Low power dissipation

Application
• SONET OC-3/SDH SMT-1
• 100BASE-Fast Ethernet
• FDDI interface
• ATM Applications
• Router/Server Interface

Form Factor

1*9 KM-FEP9-SX-ISA 125M 2km

Data Rate Reach

1*9 KM-DEQ5-SR4-CAA 125M 10km ~ 20km

1*9 KM-DEQ5-SR4-CAA 125M 10km ~ 20km

Part No.

25GBASE SFP Module
Feature
• 3.3V single power supply
• Up to 25.78125G data link
• Hot-pluggable SFP28 package
• Dual/Single LC connector links

• Vcsel/FP/DFB/EML laser-PIN PD/APD detector
• Multiple Reach 100m~40km
• Digtal Diagnostic Monitoring Interface

Application
• 25GBASE Ethernet
• Datacenter and Server Links
• 100G Fan-out to 4*25G
• Fibre Channel
• Other optical

Form Factor

SFP28 KM-25SP-SR-* 10G ~ 25G 100m

Data Rate Reach

SFP28 KM-25SP-eSR-* 10G ~ 25G 300m

SFP28 KM-25SP-LR-* 10G ~ 25G 10km

SFP28 KM-25SP-ER-* 10G ~ 25G 40km

SFP28 KM-25SP-LR-* 10G ~ 25G 10km

Part No.

10/100/1000 BASE/10G-T RJ45 SFP Module
Feature
• 3.3V single power supply
• 125M/1.25G/10G bi-direction data links
• Hot-pluggable SFP/SFP+ footprint
• RJ45 connector assembly
• 2-wire serial bus to Physical Layer
• Low power dissipation

Application
• SFP MSA
• IEEE 802.3 TM-2002
• RoHS6 Compliant
• FCC 47 CFR Part15 Class B

Form Factor

SFP SKM-FESP-TX-CRA 100M

Data Rate

Cable

Transmission Media

RJ45

Connector

0

Length Min

100m

Length Max

0 ~ 70°C

Temperature

4W

SFP KM-GBSP-TX-CRA 100M~1.25G Cable RJ45 0 100m 0 ~ 70°C4W

SFP+ KM-XESP-TR-CRA 100M~1.25G~10G Cable(class6+) RJ45 0 30m 0 ~ 70°C4W

Power ConsumptionPart No.

MMF

Transmitter TypeFiber Type

850

Center Wavelength

PIN

Receiver Type

0 ~ 70°C, -40 ~ 85°C

Temperature

DDMI

Digtal Monitoring

MMF 850 PIN 0 ~ 70°C, -40 ~ 85°C DDMI

SMF

Dual LC

Optical Interface

Dual LC

Dual LC/LC BIDI 850

VCSEL

VCSEL

DFB PIN 0 ~ 70°C, -40 ~ 85°C DDMI

SMFDual LC 850EML PIN 0 ~ 70°C, -40 ~ 85°C DDMI

SMFDual LC 27/29/31/33/35/37CWDM DFB PIN/APD 0 ~ 70°C, -40 ~ 85°C DDMI

10GBASE SFP Module
Feature
• 3.3V single power supply
• 1.25G~10G data link
• Hot-pluggable SFP+ package
• Dual/Single LC connector

• Vcsel/FP/DFB/EML laser-PIN PD/APD detector
• Multiple Reach 300m~80km
• Digtal Diagnostic Monitoring Interface

Application
• 10GBASE Ethernet
• Data Center and Server Links
• 40G Fan-out to 4*10G
• Other optical links

Form Factor

SFP+ KM-XESP-SR-* 10G 300m

Data Rate Reach

SFP+ KM-XESP-LR-* 10G 10km ~ 20km

SFP+ KM-XESP-ER-* 10G 40km

SFP+ KM-XESP-ER-* 10G 80km

SFP+ KM-XESP-LR-* 10G 80km

Part No.

MMF

Transmitter TypeFiber Type

850

Center Wavelength

PIN

Receiver Type

0 ~ 70°C, -40 ~ 85°C

Temperature

DDMI

Digtal Monitoring

SMF 1310/1270/1330 PIN 0 ~ 70°C, -40 ~ 85°C DDMI

SMF

Dual LC

Optical Interface

Dual LC/LC BIDI

Dual LC/LC BIDI 1310/1270/1330

VCSEL

DFB

DFB PIN 0 ~ 70°C, -40 ~ 85°C DDMI

SMFDual LC 1310EML APD 0 ~ 70°C, -40 ~ 85°C DDMI

SMFDual LC 27/29/31/33/35/37CWDM DFB PIN/APD 0 ~ 70°C, -40 ~ 85°C DDMI

SM

Fiber Type

FP

Transmitter Type

1310

Center Wavelength

PIN

Receiver Type

0 ~ 70°C, -40 ~ 85°C

Temperature

Dual SC

SM FP 1310 PIN 0 ~ 70°C, -40 ~ 85°CDual SC

SM FP 1310/1550 PIN 0 ~ 70°C, -40 ~ 85°CSingle SC

Optical Interface



64 65

DAC/AOC Module155M/1.25G/2.5G SFP Module
Feature
• 3.3V single power supply
• 125M/155M/622M/1.25G/2.5G
• Hot-pluggable SFP footprint
• Dual/Single LC connector
• Vcsel/FP/DFB laser-PIN PD detector
• Low power dissipation
• Digtal Diagnostic Monitoring Interface

Application
• Gigabit/Fast Ethernet
• Fibre Channel
• Switch and Router

Feature
• 3.3V single power supply
• Up to 25.78125G data link
• Hot-pluggable SFP/QSFP package

• Optical or Copper Cable
• Vcsel/DFB laser-PIN PD detector

Application
• 10G/25G/100G Ethernet
• Data center and Server Links
• Other optical links

Form Factor

SFP+ KM-XESP-7-C* 10G 1:1

Data Rate Fan-out

SFP28 KM-25S2-5-C* 25G 1:1

QSFP+ KM-QXQ1-5-C* 40G 1:1

Part No.

<300m

AOC Reach-Fiber

SFP+ MSA

Standard

3.3V

Receiver Type

0 ~ 70°C, -40 ~ 85°C

Temperature

7m

<100m SFP28 MSA 3.3V 0 ~ 70°C, -40 ~ 85°C5m

<100m QSFP+ MSA 3.3V 0 ~ 70°C, -40 ~ 85°C5m

QSFP+/SFP+ KM-QXQ1-5-C* 40G ~ 10G*4 1:4

QSFP28 KM-CEQ2-5-C* 100G 1:1

QSFP28/SFP28 KM-CEQ2-5-C* 100G ~ 25G*4 1:4

<100m QSFP+/SFP+ MSA 3.3V 0 ~ 70°C, -40 ~ 85°C5m

<100m QSFP28 MSA 3.3V 0 ~ 70°C, -40 ~ 85°C5m

<100m QSFP28/SFP28 MSA 3.3V 0 ~ 70°C, -40 ~ 85°C5m

DAC Reach-Cable

Special Transceiver Module
Feature
• 3.3V single power supply
• Up to10G data link
• Reliable SMT footprint with small package
• MPO/MT connector

• Vcsel/DFB laser-PIN PD detector
• Multiple Reach 300m~1km
• Industry Level Temperature

Application
• 10GBase Ethernet
• Datacenter and Server Links
• Special Industry
• Other optical links

Form Factor

USOT KM-XEUS-SR-ILA 10G 300m

Data Rate Reach

USOT KM-XEUS-LR-ILA 10G 1km

PLCC32 KM-XECC-SR-2ILA 10G*2 300m

Part No.

MMF

Fiber Type

VCSEL

Transmitter Type

850

Center Wavelength

PIN

Receiver Type

 -40 ~ 85°C

Temperature

Dual LC

SMF DFB 1310 PIN -40 ~ 85°CDual LC

MMF VCSEL 850 PIN -40 ~ 85°CMT-12

PLCC48 KM-XECC-SR-4ILA 10G*4 300m

POB KM-XEPB-SR-12IMA 10G*12 300m

SNAP KM-XENP-SR-12IMA 10G*12 300m

MMF VCSEL 850 PIN -40 ~ 85°CMT-12

MMF VCSEL 850 PIN -40 ~ 85°CMPO-24

MMF VCSEL 850 PIN -40 ~ 85°CMPO-24

Optical Interface

Form Factor

SFP KM-FESP-FX-* 155M 2km

Data Rate Reach

SFP KM-03SP-IR* 155M 10km ~ 20km

SFP KM-03SP-LR* 155M 40km

SFP KM-03SP-ZR* 155M 60km/80km

SFP KM-12SP-IR* 622M 20km

Part No.

MMF

Transmitter TypeFiber Type

1310

Center Wavelength

PIN

Receiver Type

0 ~ 70°C, -40 ~ 85°C

Temperature

SDDMI

Digtal Monitoring

SMF 1310/1270/1550 PIN 0 ~ 70°C, -40 ~ 85°C DDMI

SMF

Dual LC

Optical Interface

Dual LC/LC BIDI/BIDI SC

Dual LC/LC BIDI 1310

FP

FP

FP PIN 0 ~ 70°C, -40 ~ 85°C DDMI

SMFDual LC 1550DFB PIN 0 ~ 70°C, -40 ~ 85°C DDMI

SMFDual LC 1310FP PIN 0 ~ 70°C, -40 ~ 85°C DDMI

SFP KM-12SP-ZR* 622M 20km

SFP KM-GBSP-SX* 1.25G 550m

SFP KM-GBSP-LX* 1.25G 10km ~ 20km

SFP KM-GBSP-EX* 1.25G 40km

SFP KM-GBSP-YX* 1.25G 60km

SMF 1310 PIN 0 ~ 70°C, -40 ~ 85°C DDMI

MMF 850 PIN 0 ~ 70°C, -40 ~ 85°C DDMI

SMF

Dual LC

Dual LC

Dual LC/LC BIDI 1310/1490/1550

FP

VCSEL

FP PIN 0 ~ 70°C, -40 ~ 85°C DDMI

SMFDual LC 1310DFB PIN 0 ~ 70°C, -40 ~ 85°C DDMI

SMFDual LC/LC BIDI 1310/1490/1550DFB PIN 0 ~ 70°C, -40 ~ 85°C DDMI

SFP KM-GBSP-ZX* 1.25G 80km

SFP KM-48SP-IR* 2.5G 20km

SMFDual LC 1550DFB PIN 0 ~ 70°C, -40 ~ 85°C DDMI

SMFDual LC 1310FP PIN 0 ~ 70°C, -40 ~ 85°C DDMI


